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] FOREWORD

| A study was conducted for the Naval Air Development center
| (NADC) by the Vought Corporation to develop a computerized method-
ology for predicting the propulsive induced aerodynamics of V/STOL
i aircraft in transition/STOL flight. The study was performed under
| Navy contract N62269-78-C-0036 with Mr. Campbell Henderson of NADC
i as contract monitor. The Vought efforts in this program were
; accomplished under the direction of Mr. T. D. Beatty who was the
, principal investigator for this contract. He was assisted on the
x contract by Mr. S. S. Kress. Both personnel are from the Flight
'j Technologies Section of The Vought Corporation.
|
!

The authors are particularly indebted to Mrs. J. V. Timmons
for her support in the programming of the computer code. Special
acknowledgements are due to Mr. W. W. Rhoades, Mr. A. H. Ybarra,
Mr. G. W. Wolfe, Jr., and Dr. F. C. Thames for their contributions.

This report consists of two volumes. The technical discussion
of the methodology, verification of the techniques, and conclusions
are presented in Volume I. Volume II is a rather detailed user's
manual for the computer code developed.
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1.0 SUMMARY

A computerized prediction method for propulsive induced forces and
mements in transition and short tekeoff and landing (STOL) flight has been
developed for the Naval Air Development Center (NADC) under contract number
N69969-T8-C-0036. The method developed was based on the Vought V/STOL
aircraft propulsive effects computer program (VAPE).

The VAPE program is capable of evaluating:
o Effects of relative wind about an sircraft

o Effects of propulsive 1ift jet entrainment, vorticity, and flow
blockage

o Effects of engine inlet flow on the aircraft flow field
0 Engine inlet forces and moments including inlet separation
o Ground effects in the STOL region of flight

The effects of relative wind about an aircraft with or without jets
and/or inlet effects is determined by a very general three-dimensionsl
potential flow panel method.

The effects of the propulsive 1lift jets are determined by one of three
different jet models which have been extensively modified and/or developed
at Vought. Some of the major modifications made to the jet models at
Vought include:

o Intermediate height ground effects calculations

o Celculations of the flow field near the ground in the STOL region
of flight

The effects of engine inlet flow on the aircraft is determined by a
NASA Lewis code for axisymmetric inlets which has been modified and sutomated
at Vought. This method will determine the pressures on the inlet face and
nacelle inlet lips. The VAPE program will then utilize these pressures to
determine the forces and moments acting on the inlet. Calculations may
also be done to determine when and where separation occurs on the inlet 1lip.

The various options of the VAPF program have been verified by compari~
sons between calculated and experimental values.

A computer program code was delivered to NADC and made operational on
the NACD CDC 6600 computer. A users manusl for this program is contained in
Volume II of this report.

A set of charts of ram drag moment arm and conditions for inlet 1lip
separation generated as design aids are contained in Appendices A and B.
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2.0 INTRODUCTION

V/STOL concepts urrently being investigated for Navy missions employ
various arrangements of 1ift and/or lift/cruise engines. The experimental
data on V/STOL configurations obtained to date indicate that sizable
propulsion induced force and moment characteristics can occur in the V/STOL
flight mode. The induced flow around a jet V/STOL aircraft depends upon
the flight speed of the vehicle, its height above the ground, and the
placement of the jets on the airecraft.

During flight of a V/STOL aircraft in the transition mode, Jet induced
pressures and downwash on the aircreft can cause a significant change in
1lift. The change tends to increase with increasing forward velocity. A
nose-up pitching moment is often caused by the Jet induced effects, and this
moment also increases with increased speed. Downwash induced at the
horizontal tail and on the wing can cause trim changes and stability problems.
In addition, the low pressures which cause a nose-up pitching moment also
produce a rolling moment in a sideslip or crosswind condition.

The presence of these jet induced effects poses a problem to the
aircraft designer in the conceptual or preliminary design stage, since the
designer must account for all these propulsive induced effects to obtain
the best performance.

These propulsive induced effects have caused considerable efforts to be
expended throughtout the aircraft industry to develop analytical and empirical
prediction methods. Most of these efforts have been concentrated into two
basic categories: (1) In Ground Effect (IGE) and (2) Out of Ground Effect
(OGE). Various techniques have been developed to simulate the propulsive jet
and its influence upon the aircraft.

The objective of this contract effort was to develop & computational
serodynamic method for predicting the flow field about a V/STOL aircraft
in the transition region of flight, i.e., the region of flight between
forward conventional flight and hovering flight. A further objective was
to develop an algorithem to determine the jet induced effects for an air-
craft in the STOL regime, i.e., jets deflected 30 to 90 degrees, forward
velocity < 80 knots. In this regime it is assumed that the jJets impinge
the ground and form wall Jets, but no jet is reflected back onto the air-
craft surface.

One other item to be addressed in order that the entire flow field
about the aircraft be modelled correctly, is the inlet flow into the
nacelle. Therefore an inlet anslysis routine was developed which not
only determines velocities to be used on the inlet face in the potential
flow analysis but also gives the inlet forces and moments acting on the
inlet.

The required objectives were accomplished through modifications
and extensions of the Vought VAPE program.

All of the methods contained in VAPE have been extensively modified end
improved at Vought. This combination of programs provides a relisble,
accurate and versatile design procedure for V/STOL aircraft.

CmrE e Wy T g O v
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3.0 V/STOL AIRCRAFT PROPULSIVE EFFECTS PROGRAM (VAPE)

The Vought V/STOL aircraft propulsive effects program system is a union
of six potential flow computational techniques: (1) The Hess Three Dimen-
sional Analysis Program, (2) The Vought/Stockman Inlet Analysis Program,
(3) The Vought/Wooler Jet Model, (4) The Vought/Weston Jet Model (5? The
Thames Rectangular Jet Model, and (6) The Vought STOL module.

These programs are used in conjunction with geometry models to form a
very general and very efficient program for determining the propulsive induced
effects. A schematic of the program options and the basic program logic is
presented in Figure 3-1. The configuration geometry is digitized using the
geometry module with the plot and symmetry modules used to facilitate model
formulation. This model is then input to the Hess potential flow program
where the actual aerodynamic¢ characteristics of the aircraft are determined.

The nacelle geometry is input to the Vought/Stockman inlet module. The
inlet module determines the velocity on the inlet face needed to obtain the
correct mass flow through the nacelie. These velocities are then transferred
to the Hess program to be used as boundary conditions on the inlet face.

A jet model determines the induced velocities due to the jet exhaust on
the panels of the model. These velocities are then converted to a normal
velocity acting at the centroid of each panel to be used as boundary
conditions in Hess. The Vought STOL module is used when the aircraft is near
the ground. This model determines induced velocities on the ground plane
produced by the wall jet formed when the jet impinges the grouni. These
induced velocities are input to the Hess program together with the induced
velocities on the aircraft panels. The Hess solution is then executed with
the above boundary conditions producing the aerodynamic forces on the aircraft
which include inlet and jet exhaust effects.

Major modules of VAPE are discussed in the following text. These modules
are:

o Vought geometry module

o Hess potential flow module

o Vought/Stockman inlet analysis module
o Voug.t/Wooler jet model

0 Vought/Weston jet model

o Thames rectangular jet model

0 Vought inlet force and moment module

0 Vought STOL module
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4,0 POTENTIAL FLOW METHOD

The calculation of the propulsive induced effects requires a very
sophisticated three-dimensional potential flow technique due to the importance
of properly modeling the fuselage geometry as discussed in reference U-1.
There are several approaches which are used to determine the potential flow
field in three-dimensions, only two of which provide the proper basis for
predicting the propulsive induced effects: (1) A Vortex Lattice Method and
(2) A Panel Method. The first approach, Vortex Lattice Methods are relatively
simple, use reasonable amounts of computer time and are easy to input. They
do a very good job of predicting the flow field about some configurations.
Unfortunately, there are no Vortex Lattice Methods available which have a food
representation of the fuselage. Therefore, since most V/STOL configurations
have fairly large nacelles and fuselages, it was decided that it would be
undesirable to use a Vortex Lattice Method as the basis for a sophisticated
program such as VAPE.

The second approach, Panel Methods, will calculate the flow field about
arbitrary configurations including fuselages, nacelles, or lifting surfaces.
Therefore, it was decided that a panel method should be used as a basis for
the VAPE program. There are several Panel Methods available, but in this
author's opinion, by far the best method available for this application is
that of Hess, references 4-2 and LU-3. This method is currently being used
throughout the industry and at several government facilities.

A complete description of the Hess Program is given in the above
references, so only a description of the basic formulation taken from
reference 4-3 will be presented below in order to familiarize the reader with
the operation of the program.

References U4-4 and 4-5 review the long-term effort of Hess and his
colleagues in the field of potential-flow calculation. Among the methods
described are those for lifting two-dimensional flows and nonlifting
three-dimensional flows. The latter is described in somewhat greater detail
in references 4-6. The three-dimensional nonlifting method forms the basis on
which is built the lifting method to be described here as well as other
l1ifting methods, references U-7 through 4-10. All of these methods, of all dimen-
sionality, are "exact" in the sense that no approximations are made in the
basic formulation, as is done in small-perturbation or lifting-surface
theories. The basis of these methods is a distribution of source density over
the surface of the body about which flow is to be computed. Application of
the normal-velocity boundary condition on the surface of the body yields an
integral equation for the distribution function of the source density, where
the domain of integration is the body surface. Once this equation is solved
for the source distribution, flow velocities both on and off the body surface
can be calculated. In lifting two-dimensional cases the required circulation
is produced by a surface vorticity distribution whose total strength is
determined from the Kutta conditionn reference 4-3.

In the nonlifting program, (reference 4-5) the body is specified to the
computer by a set of points which presumably 'ie exactly on the body surface.
The input order is such that these points successively define a family of
curves lying on the body surfacc. These curves, which have some of the
features of surface coordinates, have been designated '"N-lines". The points

4-1
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are associated into groups of four "adjacent' points to form plane
quadrilateral surface elements, the total set of which is an approximation to
the body surface. Two adjacent N-lines bound a "strip" of elements which in
many applications is of approximately constant width. As a logical device a
number of N-lines can be associated into a "section". Often a section is
simply an entire body, but separate sections are often used to represent
geometrically different parts of the same body, for example, a wing and &
fuselage. Also sections are used to concentrate elements in certain regions
of a body.

On each element one point is selected where the normal velocity boundary
condition is to be applied and where flow velocities are to be computed. This
point, which is designated the control point of the element, has been defined in
various ways in the past but currently is identified with the centroid of the
element. Formulas have been derived that give the components of velocity
induced at a general point in space by a unit value of source density on a
general quadrilateral element. These formulas allow the velocities induced by
the elements on each other's control points to be calculated. Equating the
normal velocity induced by all elements at each control point to the negative
of the normal component of the onset flow (for the case of zero total normal
velocity) yields a set of linear algebraic equations for the values of source
density on the elements. Once these are solved, flow velocities can be
computed at the centroids and at any selected point in the flow field. For
the lifting application it is important to point out that the onset flow need
not be a uniform stream. Moreover, solutions for several flows may be
obtained simultaneously. The onset flow affects only the right side of the
linear equations for the source density not the coefficient matrix. Thus, if
a direct matrix solution is employed, several onset flows may be treated in
nearly the same computing time as a single onset flow.

Essentially the same scheme for surface elements is used in the lifting
three-dimensional method, and use is made of the N-lines and sections to help
define the bound vorticity.

Certain portions of a general aerodynamic configuration do not have
well-defined trailing edges and are not normally thought of as having their
own bound vorticity, e.g. a fuselage. These portions are called nonlifting
portions to signify that they do not possess independent bound vorticity and
that a Kutta condition is not applied to them. However, in general, the fluid
exerts nonzero pressure forces on nonlifting portions due to interference
pressures from other nearby portions of the configuration and due to
extensions of the bound vorticity from lifting portions. Nonlifting portions
are approximated by general plane quadrilateral elements in exactly the same
way as in the nonlifting method of reference 4-3. In the main calculation
such elements have source density but not vorticity. The organization of the
input data by sections (see above) is a natural way of isolating lifting and
nonlifting portions.

Portions of a general configuration that possess definite trailing edges
(usually sharp corners) and contain bound vorticity are called lifting
portions. The most frequently occurring application with both lifting and
nonlifting portions is a wing-fuselage. Accordingly, this configuration is
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used as an illustrative example in Figure 4-1. On a lifting portion the
N-lines are approximately ir the free-stream direction. On each N-line points
are input beginning at the trailing edge, continuing around a "section curve' |
of the wing, returning to the trailing edge, and proceeding downstream to
define the trailing vortex wake. The wake may be defined as far downstream as
desired. Provision has been made to consider the last element of the wake
semi-infinite so that wake definition may be terminated at any point aft of
where the wake curvature in the stream direction may be neglected. The set of
elements formed from points on a pair of adjacent N-lines is called a
"lifting-strip" of elements. These elements are plane trapezoids whose
parallel sides lie along the N-lines. The strip contains elements both on the
body and in the wake. Although two adjacent N-lines are not quite parallel in
general, they are nearly parallel in most cases. The centroids of the
elements are used as control points. Thus, for each lifting strip the locus
of control points is approximately midway between the two N-lines used to

) generate the strip. Elements of lifting strips have source densities whose

strengths are determined to give zero (or prescribed) normal velocity at the
control points.
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Figure 4-1. Typical Lifting Configuration

In addition to the source densities on the elements, lifting portions
also possess a distribution of bound vorticity. The spanwise variation of the
bound vorticity determines the distribution of the trailing vorticity, which
lies along the input wake. To implement a calculation scheme, the form assumed
for the bound vorticity must contain a number of adjustable parameters equal
to the number of lifting strips on that lifting portion. The values of these
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parameters are determined by applying a Kutta condition at the trailing-edge
segment (Figure 4-1) of each lifting strip. The simplest form of the bound
vorticity distribution utilizes a set of individual distributions, each of
which is nonzero only on one lifting strip. The complete distribution
consists of a linear combination of these individual distributions, each of
which is nonzero on a different lifting strip. The combination constants of
the linear combination are the required adjustable parameters. This is the
type of distribution used in the present method. Other existing methods
(reference U4-7 through 4-10) also use this type of distribution. The value of
the parameter multiplying the distribution associated with a particular
lifting strip represents the strength of the bound vorticity at the "spanwise"
location of that strip. Thus, as expected, the "spanwise" variation of bound
vorticity is determined by the Kutta condition. More precisely the "spanwise"
variation of vorticity from one lifting strip to another is determined by the
Kutta condition. The "spanwise" variation of vorticity within the small but
finite span of each individual lifting strip is basically a question of the
order of accuracy of a numerical integration.

The Hess method uses a finite-strength sheet of vorticity on the surface
of the wing, i.e., the vorticity lies on the quadrilateral surface elements.
The vorticity strength is assumed constant all around the airfoil section.
Some features of this formulation are illustrated in Figure 4-2.

SURFACE
ELEMENT -
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Flgure 4-2. Representation of the bound vorticity by a finite-strength
vorticity distribution lying on the wing surface. (a) A section
curve of the wing. (b) The ‘complete three-dimensionsl vorticity
pettern using a step function spenwise veriation. (c) The
complete three~dimensional vorticity pattern using a piecewise
1inear spenwise variation.
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The spanwise variation of vorticity in the version of Hess contained in
VAPE is assumed constant over the span of each lifting strip. This form of
the bound vorticity has the advantage of simplicity and does not require
special handling at the end of a lifting section, e.g. a wing tip. However,
it must be noted, that the trailing vorticity takes the form of concentrated
vortex filaments along the N-lines. Figure U4-3 presents a schematic of the
bound vorticity strength across the span of a wing using the above
distribution.

BOUND —_
VORTICITY —
STRENGTH -

! L i | S | |

T 1 v L 1 v LI

FRACTIONAL SPAN LOCATION

Figure 4-3. Distribution of bound vorticity strength
across the smn

Further description of the Hess method can be obtained from the
references cited earlier.

The Hess program has been modified at Vought in order to improve
computational efficiency. The input and output have been modified and the
machine storage space has been reduced. In addition, the computational time
has been reduced due to various changes in the program code. None of these
changes however effect the basic formulation of the program. Also, the
Gothert compressibility algorithum has been incorporated into the Hess program
along with an option to allow flow through boundary conditions, i.e., Vy at
the control point may be different than zero on any panel. This latter option
is necessary for modeling inlets and for accounting for jet inducted effeects.

In summary, the Hess program contained in the VAPE system is a very

powerful tool for analysing V/STOL configurations with or without jets
operating.
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5.0 JET METHODS

The high velocity airstream exiting from a jet nozzle into a subsonic
crosswind has a high level of momentum which enables the jet to penetrate the
crossflow in essentially an inviscid fashion. At this point the jet appears
to be a solid obstruction to the crossflow. However, as the jet penetrates
the crossflow further, it entrains low momentum fluid. In addition, viscous
effects begin to erode the momentum of the primary jet flow. As the velocity
in the jet plume falls off, the jet decays in the direction of the crossflow
and eventually becomes parallel to the crossflow. This flow field is shown in
Figure 5~1. This interaction basically results in the jet spreading,
deforming, and deflecting, while the crossflow is displaced and entrained into
the jet. In addition a wake region is formed behind the jet at the jet exit.

Figure 5-1. Schematic of Formation of Contra-Rotating Vortices
Created by the Jet Issuing Into a Crossflow

There have been several jet models developed which are applicable to this
flight regime, s described in references 5-1 through 5-4.

All of these methods predict the jet induced fields, the flow outside the
jet efflux, based on some empirical information. The models have the common
feature of using a potential flow representation for the jet induced flow
field. They differ in how the flow effects caused by the jet are represented
and in which factors (i.e., blockage, entrainment, or wake effect) received
the most attention in the analysis.

5-1
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Among the best of these techniques from the viewpoint of simplicity and
applicability are the methods of Wooler, reference 5-5, and Fearn, Dietz, and
Weston, reference 5-6 and 5-7. These jet simulation techniques along with a
new method developed by Thames, reference 5-8, for rectangular jets are the
methods contained in the VAPE system. The above methods and the modifications
made will be discussed in the following sections.

At this point in the discussion of jets in a crossflow mention needs to
be made of one of the primary parameters used to predict the jet effects on
the flow field. This parameter has been used by various authors in several
different methods. The parameter is the ratio of the square root of the
momontum flux across the jet orifice to the momontum flux of the crossflow

across an equal area. This ratio is denoted by R as shown in the following -
equation.
- i
' 2
‘ '/S'o I)JVJ do
~ R = 5 (5.1)
p v 2s J
© 0

Where S, is the area of the jet exit. With a constant velocity Vj across
the jet orifice and equal pressures in the crossflow and the jet orifice,
equation 5.1 simplifies to a ratio of Mach numbers,

MJ (5.2)

R Further, if the mass densities of the jet and crossflow fluids are the same,
equation 5.2 becomes a ratio of jet to crossflow velocities,

... R = J (5.3) ih

! ’ It is conventional to call the ratio R the effective velocity ratio, because
3-‘ of the last relation.
i 8
»

5.1 VOUGHT/WOOLER JET MODEL

The version of the Wooler jet model, contained in VAPE, is basically that
p presented in references 5-2 and 5-5 with two modifications: (1) the method is
o limited to two jets per jet system, (2) an intermediate ground effects
algorithim has been included. It should be noted that in VAPE more that two
J!‘ jets may be treated by utilizing multiple jet systems. There is no inter-
i& action assumed between systems, which is not correct, however, in practice, 1
the results obtained are good. Woolers program is well documented in the
fi references cited so only a review of the method will be presented in this
¢ report.
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It has been stated earlier that when a jet exhausts into a crossflow it
is deflected and modified by entrainment. Wooler assumed that the deflection
is due partly to viscous entrainment and partly due to the force on the jet
surface resulting from the pressure distribution around the jet. He also
assumed that the flow is incompressible and that viscous effects other than
entrainment may be neglected. This latter effect is accounted for by the
following empirical expression for the mass entrainment per unit length, E, on
the jet

PE,[U;-L, sin 6]C (5.4)
E = PE]UdeOS 8 4+ T2
1+ E3 ‘TE cos 8

Figure 5.2 presents the coordinate system Wooler uses for his model.

-
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Figure 5-~2. Jet Exhausting Normally Into the Freestream
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The net force acting on the boundary as a result of the pressure
differential around the jet is accounted for by a crossflow drag analogy. The
force for a jet element of unit length is

2 (5.5)

CD P Uw2 cos” 6 dJ

©
N —

where Cp is the crossflow drag coefficient of the jet. This force acts

perpendicular to the local jet centerline direction. This force along with

the mainstream momentum contribution, supplies the necessary force to produce

a centripetal acceleration of the local jet mass, thus causing the jet to

bend. -

Considering the jet to be divided into a development region and a fully
developed region, termed Region I and Region II, respectively, Wooler assumes
that the cross-sectional shape of the jet envelope changes linearly from
circular to elliptical in Region I and remains elliptical in Region II. The
elliptical cross-section is also assumed to have a major to minor axis ratio
of 4.0. The extent of Region I, is given by

z % REGION I (5-6)
0 E
0< a-o< .3 Ty
Y (5.7)
& > 372 ReGION II '
0 o

where UJo and d, are the jet exit velocity and diameter respectively.

The crossflow drag coefficient is allowed to vary from 1.0 at the jet
exit to 1.8 at the end of Region I. Throughout Region II, the crossflow drag
coefficient remains constant and, therefore, equal to 1.8.

With entrainment into and the pressures forces on the jet envelope

prescribed, the jet-efflux equations of motion can be expressed as follows: 4
d(A,U,)
Continuity: JJ’ . (5.8) k
ontinuity pT_ £
2
d(A,U,)
: J-J .
Momentum p : = EU_sine (5.9)
2

AU .
Force: P —JRJ— = EU_cos 6+ %—p (U, cosAe)2 d,Cp (5.10)
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where R is the radius of curvature of the jet centerline and Aj is the local
jet cross sectional area. Before proceeding to a solution of the equations of
motion, Wooler establishes a functional relationship between the cross
sectional area Aj, the circumference C of the jet, and the jet growth.

On the basis of assumptions made earlier, the geometric characteristics
Ay and C of the jet can be treated in two regions, namely Region I and Region
II.

Region I: 1In this region, the jet has been assumed to deform from a
circular to an elliptical cross section. The ratio of minor to major axis

decreases linearly with z from 1 at Z/djo = 0 to 1/4 at Z/dJo = —.3.UJ0 1
Therefore the expressions used in Region I for Aj and C are: Uog
2
_ nd
. Ay = 32 (a"')(—'u ) (5.11)
(5.12)

c - 1+f f(a—)(g—)')

Region II: 1In this region the jet is assumed to retain a similar cross
section. Hence, Aj and C can be written as

A dez

= (5.1
.14
s C = 2.24 g (5.1)
:f The next step is the integration of the equations of motion. This is
;_' 4 explained in detail in reference 5.2 so only the final form of the equations
n will be presented herein.

2 * * U *

N z =—Z U =.._J_ = 5 2
i o ' °J Uy P13

Region 1. 1] 0 (5.15)
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*
ad” . B lny” - sineln [, (2]" &
- I cos 6 + —
dz* 1 1+ E3 cos 6 2 m cos 6
UJ m
* * (5.16)
2 U 2 du
R R G
m dz nd Uj'F
2 * *
Q_’:Z = e @y cos o
dz dz
c E,(mU," - sin 8)n 21%
. D 2V 1+F
A (E]+—2-) cos © + N . (5.17)
‘ 3 St
J m
X 2, m. * *2
m (a'-) d UJ F
x
dUJ _ 16 (si y *)
* - 5 % sin 6 - m
Region 11  d4Z md"m-U, cos 8 J (5.18)
‘ 2.24 E, (muJ* -sine) )
o X |E, cos 6 +
3 l ] 1 +E, -°-°-§—e- ‘
t?.‘f U\] m
o
| 2.24 E,(mU," - sin 6) du,”
‘ . .
! Ey cos 6 + 2 cgs 5 - 1,'-6- mcos & d —y— (5.19)
*
: dd” _ Uy m
‘ * = = *
r‘.‘i dz g mcos o UJ
o 3
.-‘ 2' .
- &’ o2 ¢ 2.24 €5 (m0y - sino)(
k 21 G (Ey + —) cos o + = 5.20)
k, . Uy m
fi x Jb i 6
; *
-,.3 m-d UJ
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These equations with the additional substitution

cos 6 = L - dz (5.21)
2 » & sine = -+
(1 + (;;;) ] [+ (95;)2]%
dz

Constitute a set of differential equations to be solved for US, d®, and x* as
functions of z*® and the parameters E, E,, E3 and Cp.

This set of first order differential equations is solved in Woolers
method by means of a fourth order Adams predictor corrector method using a
Runge-Kutta starting solution. The initial conditions at the jet exit are

Z=0.x=0.U=1&d"=o (5.22)

The values of Ey, Ep, and E3 are defined as follows:

Eq = .45 & E3 = 30 based on test data and related correlations E , is allowed
to vary in the development region as discussed in reference 5-2. The value of
Cp is given by the following relationship

R A MR

where D = ratio of minor to major axis of the ellipse representing the jet.

To obtain the jet induced velocity field, Wooler assumed the entrained
fluid to be represented by a uniform sink distribution placed orthogonal to
the plane of the jet and the mainstream (see Figure 5-3) and a distribution of
doublets with their axis perpendicular to the jet centerline to represent the
so-called jet "blockage" phenomenon. The strength of the doublet distribution
is obtained from two~-dimensional analogy. In effect, the flow considered is
that past an equivalent circular cylinder since the strength is obtained from
the 1,, term in the complex velocity expansion w(z) for the two-dimensional
flow past an ellipse. In addition to the sink and doublet distribution,
Wooler has introduced a third set of singularities which are also distributed
along the calculated jet centerline. This latter is a set of point sources
which are added to compensate for the invalidity of the hypothccized entrain-
ment expression. The source strength is made proportional to the local
curvature, which is Jjustified by Wooler mainly through comparison with

35-7
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experimental results. The total jet induced velocity at a point (x, y, z) in
space can be obtained by integrating the effects of all singularities. The
details of the calculation procedure are given in reference 5-2.

SINK DISTRIBUTION DOUBLET DISTRIBUTION
-7 ()
N X

Yoo U

~ — ~

Figure 5-3. Sink and Doublet Distributions

5.1.1 MULTIPLE JET ANALYSIS

The single jet analytical model can be applied to the computation of the
interaction flow field due to multiple exhausting jets. A multiple jet
configuration is treated as a combination of discrete jets, with each jet
(including jets resulting from coalescence of jets) being replaced by its
representative singularity distribution to obtain the induced velocity field.
The development of the two-jet model is discussed below.

Two assumptions are made for the two jet model:

a. The leading (or upstream) jet develops independently of the downstream
Jjet.

b. The downstream jet exhausts into a free stream of reduced dynamic
pressure due to blockage by the upstream jet.

These assumptions are substantiated by wind tunnel tests.

Figure 5-U4 shows a plan view of three two jet configurations in relation
to the free stream flow. Arrangements (a) and (c) represent limiting cases.
Arrangement (a) allows each jet to develop independently to the point where

5-8
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growth of the jets in the direction normal to the flow causes them to
intersect. Arrangement (c) places the downstream jet entirely in the zone of
influence of the upstream jet. Arrangement (b) shows the downstream jet as
partially in the zone of influence of the upstream jet.

g ~9F 08

(a) (v) (c)

Figure 5-4. Plan View of Three Two Jet Configurations in Relation to
the Free Stream Flow

Although Figure 5-4 shows the relationship of the jets in the plane of
the jet exits, the determination of the degree of influence of the upstream
jet (JET 1) on the downstream jet (JET 2) can be carried out for each element
of JET1, as shown in the general case of Figure 5-5. Plane L is defined as
the plane perpendicular to the local velocity vector (Uj) of JET 1 at a
selected point on its centerline. The intersection of plane L with JET 2
locates the cross-section of JET 2 which is affected by the jet cross-section
at the selected point on the centerline of JET 1. Plane M passes through the
selected centerline point of JET 1 and contains the vectors Uy and the free
stream velocity vector, U,. The intersection of plane M with the JET 2
cross-section in plane L is determined next. From this determination, a
calculation can be made of the extent to which the selected JET 1 cross
section influences the JET 2 cross section.
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Figure 5-5. Schematic of Jet Influence Determination

The following empirical relationships can now be used to predict the
dynamic pressure, g, which the downstream jet experiences as a result of
crossflow blockage by the upstream jet. For complete overlap of JET 2 by JET
1 (Case ¢ of Figure 5-4) experiment shows

(
— - L
°]J (5.24)
% = 3 - /A, with (2 > 1)
T + . o
0 ]J
J

where
1 is the distance between the centers of the jet cross sections, and d0| is
the diameter of JET 1 at the nozzle exit plane. When the two jets are ngt
aligned, an effective crossflow dynamic pressure, qp» Which is a weighted mean
of qe given above and q, is utilized. The weighting of the dynamic pressure
is determined from the degree of overlap between the upstream and downstream
jet elements shown in schematic form below.

5-10




Report No: NADC-77119-30

a/q, + (d, - ) /q
_ e 2 oo (5.25)
v q = d2

Determination of the jet envelope for JET 1 proceeds in the manner
described for determining the envelope for a single jet. The JET 1
computations end when an intersection of JET 1 with JET 2 has been found.
Determination of the jet envelope for JET 2 proceeds at the same time as the
computations for JET 1. The computation procedure is the same as that used
for a single jet except the effective free stream velocity used for JET 2 is
based on ag instead of the free stream dynamic pressure.

When the intersection of the two jets is detected in the computations,
initial conditions for the merged jet which results are determined from the
following continuity and momentum considerations.

1 ' AZUJZ ) A3 Ja
(A1UJ])UJ]X + (AZUJZ)UJ2x = (A3UJ3)UJ3X (5.26)
- (A1U\;])U\J]Z + (AZUJZ)UJZZ = (A3UJ3)UJ3Z
(A]UJ])UJU + (AZUJZ)UJZ_y = (A3U"3)UJ3y

where Ay, Ap, A3 are the cross sectional areas of JET 1, JET 2 and the
resulting merged Jet, respectively. Uj1, UJQ, Uj3 are the jet velocities of
JET 1, JET 2, and the resulting merged jet, respectively.

e The center of the resultant jet is taken to be the average of the
3 coordinates of the centerlines of JET 1 and JET 2 at the intersection.
Selection of the cross sectional shape of the merged jets is discussed in a

s subsequent paragraph. Initial conditions for the merged jet are as follows:
N
4. :1
40 d Uy
3 J3z

¥l The envelope of the coalesced jet is next determined with the method described
‘ for the determination of the envelope for a single jet.

V4

J! Selection of the shape of the initial cross-section of the merged jet is
X dependent upon the value the jet orientation angle §2 . This angle is defined
ﬁ; as the enclosed angle between the freestream velocity vector and the line

fi : joining the centers of the two jet exits. For jet orientation angles less

]
*
*
1
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than 20 degrees, the jet cross section is assumed to be circular. For an
orientation angle of 90 degrees, the cross section is assumed to be an ellipse
with a minor to major axis ration of 1/2. No functional relationship has been
established for 20° < £ < 90°.

The velocities induced by a two-jet configuration can now be determined
by replacing each jet (including the coalesced jet) by its representative
singularity distribution. The induced velocity components due to each
singularity distribution are additive at every point of interest on the
airframe.

5.1.2 INTERMEDIATE GROUND EFFECT

The Wooler program has been modified at Vought to include ground effects
at intermediate altitude. This is done by letting the ground become an image
plane. The computed flow field is assumed to be reflected by the image plane
so the combination of real and imaginary flow fields yields zero normal
velocity components at the image plane. This approach is similar to that
proposed by Wooler in reference 5-5. Following is a discussion on the
modifications necessary to do this calculation:

Elementary concepts for the intermediate altitude math model are shown in
Figure 5-6. As the jet approaches the ground plane, the ground plane is
assumed to be an image plane. An imaginary jet can be assumed to exist below
the image plane. The induced velocity flow field is composed of the
contributions due to the real jet and the imaginary jet. For the simple case
shown in Figure 5-6, induced velocity components in the axial and vertical
directions are u and v for the real jet; and u' and v' for the imaginary jet
at the control point cp. Since the directions of v and v' are opposite, the
sum of v and v' will be zero for control points on the ground plane (image
plane).

TYPICAL

CROSSFLOW SINGULARITIES
D e

IMAGE SYSTEM OF
SINGULARITIES

figure 5-6 Image System for Ground Effect Ensures that the Ground is A
Streamline
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The Vought-Wooler-Ziegler intermediate altitude math model uses a system
of imaginary control points instead of an imaginary jet. The induced velocity
components at the control point (ep) due to the jet are u and v. The induced
velocity components at the imaginary control point (cp') due to the jet are u'
and v'. The velocity components at the real control point and at the
imaginary control point are summed (i.e., add u' to u and subtract v' from v)
to obtain the combined solution.

The models used in the preceding discussions have been simplified by
assuming the orientation parallel to the ground plane and treating only the x
and y components of velocity. However, the basic concepts apply to any
arbitrary orientation and to all three orthogonal velocity components. These
relationships will be developed after a discussion of the coordinate systems
used is give.

The Vought-Wooler-2Ziegler jet flow field math model computer program
input/output coordinate system is shown in Figure 5-7, and is denoted as XYZ.
Basically, the X-direction is the direction of the aircraft tail, the
Y-direction is along the right wing, and the Z-direction is up. The right
hand sketch refers to the coordinate system used for locating the jet exhaust
center and the relative direction of approach (onset) velocity vector, U, .
The left hand sketch shows the jet exhaust velocity vector (VJ) orientation.
This coordinate system is used to input the jet location and the locations of
the control points (cp) at which induced velocities are needed.

Figure 5-7. Input/Output Coordinate System

Internal to the computer program, the math model solution is obtained in
a coordinate system called the Wooler fixed (WF) coordinate system. The
relationship between the WF and input/output coordinate systems is listed
below.

(5.28)
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The intermediate altitude jet flow field math model is based on a
coordinate system which is parallel to the ground plane. This coordinate
system, see Figure 5-8, is the ground translated (GT) coordinate system. The
XGT-ZGT plane of the GT coordinate system is parallel to the ground plane.

The jet induced velocity components at the real control point and at the
imaginary control point must be expressed in the GT coordinate system so
that they can be combined to yield the net velocity components.

The transformations between the Wooler fixed (WF) to the ground
translated (GT) coordinate systems are based on the orientation angles shown
in Figure 5-8.

The Wooler fixed coordinate system (airplane) is rotated through three
angles

-Yaw angle, ¢ (SIGH)
-Pitch angle, © (THETA)
-Roll angle, ¢ (FEE)

from the Xgr, Ygr, Zgr coordinate system. The Xgp, Ygr, Zgr. Coordinate
system is assumed parallel to the ground plane, Xgs» Yg» Zg.

The 1ift jet geometry and induced velocities are computed in the Wooler
fixed (WF) coordinate rystem. Therefore, the induced velocity components must
be computed at the real control point (cp) and at the imaginary control point
(cp') in the WF coordinate system. The results are then transformed to the
GT-system, combined, and transformed back to the WF-system.

The 1lift jet math model determines the induced velocity components at any
arbitrary control point (cp) in terms of the WF coordinate system. To find
the induced velocity components at the imaginary control point (ep'), Figure
5-8, the WF coordinates of cp' must be used. These coordinates are found with
the following transformations:

o Transform coordinates of control point cp from WF to GT coordinate
system

cp (5.29)

Y2

CP YWFCP cos ¢ + ZWFCP sin ¢

ZZCP ZWFCP cos ¢ - YNFCP sin ¢
XICP = xch cos o + YZCP sin 6

Y2CP cos 8 - XZCP sin e
22

Yep

cp
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XGTCP = XICP cos ¢ - Z]CP sin y
YGT Y1

n

cp cp

6T, = Zlgpcos ¢ + Xl siny 1

o Find coordinate of imaginary control point cp' in the GT coordinate

system
= (5.30)
XGTcp. XGTCp
= YeTepe = - (2h + V6T )
ZGTCp. = ZGTcp

o Transform coordinates of imaginary control point cp' from GT to WF
coordinate system

Xepr = XGTcp. cos y + Z6T ;v sin y (5.31)
chp. = YGTcp.
. !
Zlcp. = ZGTCp. cos ¢ - XGTcp: siny . i
= ' - i E
chp' X]cp cos © Y]cp' sin @ 5
. Ych. = Y]cp' cos 6 + x1cp. sin o
;,',_.. chpl = Z] Cp'
a;{ . Ychp' = Ych. cos ¢ - chp. sin ¢
' | ZNFCp. = chp' cos ¢ + Ych. sin ¢
¥
4
-
K
3
I
‘A 5-15
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The 1ift jet math model is then used to compute the induced velocity
components at the imaginary control point, cp', with coordinates XWFcp'v
YWFep's ZWFep'- The induced velocity components at the control point in the
three orthogonal directions are denoted as Uyp, Vyp, and Wyp. For the
imaginary control point these velocity components are Uy, VWF, and Wyp. Both
sets of velocity components must be transformed to the GT coordinate system
before the components can be combined. The transformation of the velocity
components can be performed by equation 5.29. After the real and imaginary
velocity components are combined, the resultant components are transformed
from the GT to the WF coordinate system by equation 5.31.

The intermediate altitude part of the routine is used only when the ratio
of altitude to nozzle exit diameter is less than 25 and should not be used for
ratios less than 5.

Yap Y
GT' 1

h CONTROL 1 cp
l POINT |
GROUND _— = X,
PLANE /=
Vi V'yr
W ) .
WF Uler
U'
WF
2 W'or
c IMAGINARY
CONTROL cp!
POINT

FIGURE 5.8. Intermediste Altitude Coordinate Transformation Model
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5.2 VOUGHT/WESTON JET MODEL

As discussed earlier, the flow field produced by a jet issuing into a
cross flow is dominated by two factors: (1) the jet entrainment and (2) the
flow produced by a pair of contrarotating vortices formed by the shearing
action between the relative wind and the jet. Woolers method discussed
previously does a reasonable job of simulating the jet induced effects, but
does not directly model the contrarotating vortices. Instead Wooler placed
singularities which simulated the vortex pair, along the jet centerline rather
than along the true vortex trajectories. 1In addition, Wooler's singularity
strengths were obtained from assumptions concerning the growth of the jet
plume rather than from an experimental description of the actual vortex pair.

Recently Fearn and Weston (reference 5.6) have obtained experimentally a
very good quantitative description of the vorticity associated with a jet in a
crossflow. This data was used by Seller's, reference 5.9, to formulate a
mathematical model of the vortex flow. Dietz, reference 5.7, used these two
results to develop a method for predicting jet induced effects on a flat
plate. Dietz's method was limited to a 90 degree jet injection angle, one
valve of jet velocity ratio, R, and one jet.

The method contained in Vape was developed at Vought using the above
references in addition to a recent report by Fearn, reference 5.10 on jet
injection angle effects. This method is applicable to various injection
angles, various values of R and to multiple jets. A description of the Vought
developed model is presented in the following discussion.

The method based on the above references uses the .xperimental data to
define a diffuse vortex model which assumes that the distribution of vorticity
within each of the contrarotating vortices is Gaussian in nature. The
vorticity at any point is assumed to be given by

2 2

2 2

- -pr
w (r]) = wye p 1 and w(r2)=-ube B 2
where wy is the maximum vorticity in the cross section, and B 1is the

diffusivity of the vortices. Figure 5.9 defines the geometric parameters
used.
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e ¢
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Figure 5.9 Geometry of Vortex Models

The integrated strength of each vortex distribution is defined as

2 2.2
- r, = / f wg e T v drde (5.33)
k 0 o

gt The effective strength of each vortex is defined as the net flux of vorticity
¢ across the half plane of the cross section. j
E % o
¥ = I w (r,8) r dr de 4
- ~7 0
% (5.35)
L where 5.
Rl 2 g2y 2
L w(r,6) =, (7 1 _e" 2)
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The center of vorticity (the effective half spacing), h, is defined by

- L
2— 0
h = -lr f [ Yy w(r,8) r dr de (5.36)
- % o

Evaluation of these integrals relates the effective half spacing and strength
of the vortices to the parameters of the vortex model. The resulting
expressions are:

r = r_erf(gho) h = ho/[erf(sho)] (5.37)

2 ho _tZ
where erf (gho) = — e = dt
—

w

It was observed from the test data that the vortex strength I, was not a
function of S/D but could be expressed as a linear function of R,

-

AR (5.38)

[a%]
o

U

(-]
where A is a constant equal to .72.

The above equations represent a description of the strength and spacing
of the vortex pair, but contain two parameters, p and h, which must be
defined for the equations to be in closed form. Sellers, reference 5.9
formulated relationships for B and ho as a function of S/D and R given by:

g0 = B
vS/0 (5.39)
_ S/0
_I% - ¢ (]_e £ ) (5.40)

Where B = 2.11 and C = 2.04

Fearn and Weston, reference 5.6, formulated relationships for the jet
centerline path and the vortex curve for a 90 degree jet injection angle, in a
jet exit coordinate system (defined in Figure 5.10), of the form.

Z _ b c
5=
D * 2k (x0) (5.41)
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JET
Y Z CENTERLINE
Z AXIS POSITIVE
OUT OF PAGE VORTEX
U, r Us CURVE
L am——
f JET EXIT 4 X
o - mefiion
o’ 9
180 JET EX;;‘t:=‘
TOP VIEW . SIDE VIEW

A Figure 5.10 Jet Exit Coordinate System Defined

In addition, for the jet centerline only, there is a jet core region defined
where the jet deflection is negligible. The length of this jet core depends
on both R and 6 . For a coflowing jet the accepted value for the length of
the jet core is about 7 jet diameters. For perpendicular jet injection, the
jet core length decreases with decreasing jet to crossflow velocity ratio, R.
Therefore a relationship was proposed that is an elliptic variation between
these two values which gives for the jet core length (S,), the following

expression.
%,(R)
S (R,8) = 2 (5.42)
0 22
1-(1-;— ) cos §
1
where
2,02 L
-d"/R 1
L = — =
. (R) = e and 5 7
i& Equations 5.41 and 5.42 along with the definition of a, b, ¢, d given in Table
3; 5.1 provides the relationships needed to determine the jet centerline path and _
¥, the vortex curve in the X ~ Z plane. ‘
b Table 5.1 |
4 «
j ‘ Curve a b e d
.
” Jet Centerline 1.2583 0.620 0.406 8.8951

- Vortex Curve 0.3067 1.1513 0.h4492 -

~ tng

The lateral spacing, y, for the vortex curve is given by equation 5.37, (h).

""’N
¢ & il

¥
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Fearn, Krausche and Weston, reference 5.10, modified this equation based on
further wind tunnel results, to account for injection angles other than 90°.
The equation formulated is quite similar and is given by,

-4 Y a1 (5.43)

B This curve is defined as being the same shape as the 90 degree injection curve :
3 but displaced from the origin of the jet exit coordinate system. Figure 5.11 :
shows a schematic that is applicable on both the jet centerline and the vortex i
curve showing the relationship between (X,, Zy) and X,, 2,) and 6, . By ;
definition, (Xo, Zo) is the point where the tangent of the curve 1s the
injection angle 8J and X, %, is the point where the curve is perpendicular to
the crossflow.

JET PATH

(X Yo)

T X

(Xl,zl) —\4
\

\:—CURVE FROM EQ. 5.1

N
~
~
S
.
- S

“ — ~—— 13
. - i
i f
ket
ot Figure 5.11, Schematic of Relationship Between (X4, Z7),
[ . .

Sy

5-21

¢ -.'v‘x;ﬁ‘ F‘” i v § ;




Report No: NADC-77119-30

5.2.1 FORMULATION OF THE JET MODEL

The vortices are modeled in VAPE by a distribution of finite filament
vortices placed along the vortex trajectories described by equation 5.43 and
5.37. The strengths of the finite filaments are given by equation 5.37.
Although the vortices are diffuse in the actual case of a jet in a crossflow,
it is assumed that the velocity induced at a field point by a filament vortex
will be indistinguishable from the velocity induced by a diffuse vortex, as
long as the distance from the filament is large compared to the radius of the
diffuse core. Since the diffuse vortices are observed to vary in strength
along the vortex curve as a result of diffusion of vorticity across the
symmetry plane, the strengths of the filament vortices are varied as a
function of S/D in the computer model. Although this is inconsistent with
Helmholtz's Laws, it should be emphasized that the filament vortices are used
for analytical convenience and are modeling a diffuse vortex pair, for which

there are no restrictions regarding the variation in strength along the vortex
trajectories.

The distribution of filament vortices is composed of finite straight line
segments. Enough vortex segments are generated such that the addition of more
segments results in negligible velocity changes at the plane of the flat
plate.

A distribution of line sinks is placed along the experimentally
determined jet centerline, defined by equation 5.43. Although little data is
available concerning entrainment by a jet in a crossflow, experimental and
theoretical analyses are available for a free jet which provide a basis for
estimating the amount of entrainment by a deflected jet and thereby
establishing the strengths of the line sinks.

The free jet is described in terms of two regions, each characterized by
different cross sectional velocity profiles (5.11). The first region, the
zone of establishment, begins at the jet orifice and is idealized as a jet
core, characterized by a flat velocity profile, surrounded by a turbulent
fluid. The core is roughly conical in shape, and diminishes in cross
sectional area along the jet centerline as a result of shear produced by the
differing mean velocities of the jet and the surrounding fluid. When the core
disappears (at some S/D defined as the critical length), the flow is said to

be fully established, and is characterized by a velocity profile roughly
Gaussian in nature.

Albertson (reference 5.11) conducted a theoretical analysis of a free jet
and formulated relationships for the entrainment in the zone of establishment
and in the region of established flow. Albertson found that the ratio of
cross sectional jet volume flux to volume flux at the jet orifice increased in
a parabolic form

- S $,2
8'0 1 +0.083(5) + 0.0128(3) (5.44)
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in the zone of establisnment. In the zone of established flow, the
relationship is linear

F qQ . S :
Qo = 0.32 (BJ (5.45)

It is convenient to express the amount of entrainment in terms of an
entrainment coefficient E

d (5.46)

Using Albertson's relationships, the entrainment coefficient may be expressed

f . S
- E, = .083 + .0256 (3) (5.47)

in the zone of establishment, and

E = .32 (5.48)

for established flow. The constant entrainment coefficient of 0.32 for a
fully developed jet has been confirmed by Ricou and Spaulding (reference 5.12)
and Saha 'reference 5.13).

1. A free jet entrains surrounding fluid primarily through turbulent shear

}i resulting from the difference in velocity of the jet and the surrounding

yf; fluid. The entrainment mechanism is considerably more complex in the case of
A . a jet in a crossflow. Keffer (reference 5.14) states that a jet in a cross-

ns' flow entrains surrounding fluid not only through turbulent shear, but also

¥ through the effects of free stream and vortex upwash components perpendicular

to the jet trajectory. In addition, increased shear at the boundary of the
jet resulting from the presence of the crossflow results in a more rapid

\?w degradation of the jet core and a decrease in the eritical length.
"
f‘ Because of the lack of experimental data concerning entrainment by a jet

a in a crossflow, it is necessary to attempt to qualitatively estimate the
entrainment coefficient E for use in the computer model. It is logical to

!' assume that the entrainment coefficient E will be larger than 0.32, the value

; for a free jet. It is assumed that E is constant for a fully established

J deflected jet, based on observations of free jets.

5
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The strength density of the line sinks is expressed in terms of the
change in jet volume per unit length S/D, or

Relations for q for a jet in a crossflow were found by assuming

] s 52
80— = K+ K3+ KR (5.50)

for the zone of establishment, and

Q% 4D (5.51)

for established flow. These relations are of the same form as Albertson's
equations for free jets. By definition

-1 _d -
E ‘Q‘(‘?‘E}'as = K, (5.52)

The coefficients Ky, Ky, and K3 are found by applying boundary conditions. 1t
is assumed that Q=Q, at S/D=0,  _1 _9Q -0 at S/D=0, and _1_ _ 49 is

Qo 4(s/D) Qo d(s/p)
continuous at the critical length. Equations 5.50 and 5.5! then become

Lol By

for the zone of establishment, and

8_ - g$ (5.54)
o b
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for established flow. From these relationships, the strength density q may be
written

q = EQO(S/D) (5.55)
Sc/D
; in the zone of establishment, and
q = EQO (5.56)

for established flow. The amount of entrainment is therefore defined by
establishing values for E and S,/D. From Keffer (reference 5.14) and Fearn
(reference 5.15), the critical length S,/D is equal to about 3 for a velocity
ratio of 8. This value, although approximate, has more experimental basis
than values of E for deflected jets. The value for E was adjusted until the
model provided good overall correlation with the experimentally determined
pressure distribution. The value of E used in VAPE is 0.6.

! 5-25
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5.2.2 MULTIPLE JET ANALYSIS

The above approach has been modified at Vought to be applicable to
multiple jets using a procedure similar to that employed by Wooler, as
explained earlier. In this approach, the front jet in a jet pair is assumed
to act independently of the aft jet, therefore the equation for both the jet
centerline and the vortex curves as well as the associated singularity
strengths for a single jet are used. For the aft jet, it is assumed that the
front jet alters the dynamic pressure field into which the aft jet issues. A
description of the variation in the dynamic pressure as a function of jet
spacing was given in the discussion on Wooler's technique and is applicable to
this model also.

Using the experimental data on which Wooler based his multiple jet
method, reference 5.16, a modification was obtained to the equation of the aft
Jet's penetration that produced excellent agreement with this data. The
equation obtained for the aft jet is given by.

Z-4 b (x-x1,¢

where a and b are given in Table 5.1 and ¢ is set equal to .4 for the jet
centerline calculation. The value of o for the vortex curve is left unchanged
due to a lack of experimental data upon which to base any modification. The
value R' is a jet velocity ratio based on the reduced freestream dynamic
pressure at the aft jet. R' is determined in the program by the following
relationship

R' = R (y7) (5.58)

where V; is determined from either equation 5.24 or 5.25 in the Wooler
discussion.

Figure 5.12 presents a comparison of the jet centerline locations as
calculated by the above approach to those calculated by Wooler's method and to
the experimental data. The above technique gives a good deseription of the
Jet centerline and the vortex curves for a two jet system.
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MODIFIED WESTON MODEL

7 . I3, X 4,3346
B; .9772R‘ [E;J
where R] = ak’

« ] Front Jet ,

a
2~ f;i’—; Aft Jet |

1 W5

X/0,

Figure 5.12 Comparison of calculated and experimental jet path centerlines,
jet spacing = 5.0 diameters, jet velocity ratio, R = 8

The question which now arises is what happens if these two jets intersect as
shown in Figure 5.12. Wooler uses a technique for merging the two jets in his
method which suggests a method for use in the approach presented above.

Wooler used continuity and momentum considerations to develop a merged jet as
discussed earlier. This same approach is used in the Weston model contained in
VAPE with some changes. The approach taken in this model requires that the area
and velocity of both jets at the intersection point are known. For the Weston
model these values are determined in the following manner.

Fearn and Weston, reference 5.6, gives a relationship for the radius of
the vortex core, r,, of the diffuse vortices. This expression is

r
c = *
5= = 1.2 g (5.59)
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where B is the diffusion constant presented earlier. Now B has been shown to
be given by the relation D

/S/D (5.60)

Therefore the radius of the vortex core at the intersection is

R N N 71 N

c | (2.11//570 | (5.61)

where D is the jet exit diameter

Now the distance between the vortex core centerline is given by the lateral
spacing of the vortices.

- HM .62
R CIC (5-62)

where HM = 2,04 :]-e-§&2:

. Therefore the area of the vortex is defined, by use of Figure 5.13, to be

- 2 (5.63)
AREA ;¢ TR + R, HIV

Ay The area for the front and aft jets are determined in this manner.

5-28




g " o

1t new

v

o LT e g

Report No: NADC-77119-30

Figure 5.13 Schematic or Vortex Flow Field For Determining Area

The other quantity which is needed is the velocity in each Jjet at the
intersection point. Wooler in reference 5.16, measured the Jjet velocity decay
in both a front and aft jet with various spacings between jets. Figure 5. 14
presents a summary of this data plotted as a dynamic pressure ratio versus
surface distance along the jet centerline path. The following equation was
derived based on a linear regression fit of the data for a single jet or a
leading jet in a two jet system.

3
Log q__J = -2.80732 LOG(S/D) + 1.55754 (5.64)
Jexir

Since this is compressible flow this can be reduced to:

1.0 T N . .
E Lo B
N\ - -SYMBOL SPACING
-5 AR v (x/p)
. AN\ ° 2.5
| . \ \ e 5.0
qy . 7.5
e N

| SINGLE JET ANDOR
, ' LEADING JET DATA

.01 e N

10 20 30Uk0

Figure 5.14 Jet Velocity Decay
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: Yy _ 9 - 1 [1072-80732 LOG(S/D) + 1.55754 (5.65)
g v 9
3 . VEXIT EXIT

Therefore in terms of jet velocity ratio

v
VJ - \/G0-2.80732 LOG(S/D) + 1.55754 (5.66)

0

' ' This gives the jet velocity decay for the front jet. Thus if the intersection
point is known then the velocity for the front jet can be calculated. As for
the aft jet, it can be observed from Figure 5.14, e.c. That the jet decay is a
function of surface distance and jet spacing. A similarly derived expression
for the jet decay for the aft jet is given by

Y5
7

= R'\¢4o[‘-°°45’(a'5*02 +.00914(3—) + 1.01772](39"-7 (5.67)
0 0
1 1
J J

Now, with the jet velocity and the area of both jets at the intersection
point, the continuity and momentum equation can be written as done in equation
5.26 in Wooler's analysis.

From the solution of the continuity and momentum equations the following
relationships for the components of velocity of the merged jet are obtained:

o XX1 = (VJM1)(AIM1) )
o XX2 = (VIM2)(AJM2) (5.68)
9-
s | -
: where VIM1, VIUM2 are the jet velocities at the intersection point for jets 1 & 2
3 respectively, and AJMI, AJMZ2 are the corresponding jet areas.
)
.'
i then K = (AJM3)(VJIM3) = XX1 + XX2 (5.69)
114 where AJM3, VJM3 are the area and velocity for the merged jet
. at the intersection point.
"
)
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Further let

VX1 = (VJIM1)(VXIM) VX2 = (VJM2)(VX2M) (5.70)
VYT = (VJMI)(VYIM) VY2 = (VgM2)(VY2M) .
VZ1 = (VOM1)(VZIM) VZ2 = (VJM2)(VZ2M)

where VXIM, VYIM, VZIM and VX2M, VY2M, VZI2M are the dirction cosines
at the intersection point of jets 1 and 2 respectively.

VIMX = [(XX1)(VX1) + (XX2)(VX2)]/K (5.71)
VOMY = [(XX1)(VY1) + (XX2)(V¥Y2)]/K
VOMZ = [(XX1)(VZ1) + (XX2)(vZ2)]/K

Thus, VJMX, VJMY and VIMZ are the velocities of the merged jet at the

_ intersection point. Then (5.72)
1
voms = (vamk? + vamy2 « vamz?) 2
= K
and AMJ3 = Vom3

so now the velocity at the merged jet and its area (diameter) is known at the
initial point (intersection pt). 1In order to define a curve for the jet path
centerline from this point the jet velocity ratio, R3 and the jet injection
angle § are needed. Let R3 be defined as

e 3
R = VJIM3
3 V_ sin 83
(5.73)
and 83 is defined by the direction cosines of the velocity

vector given by Equation 5.71

: 1 This definition for R is used because only the component of the freestream
¥ velocity perpendicular to the jet stream will effect the jet penetration.

. Then equation 5.57 is used for the merged jet centerline path location
lt with the values of the constants being: a = 1.2583, b = .62, ¢ = .406. The
i vortex curves are not merged and are allowed to extend to some downstream
i« location. This is not physically correct since they should merge and change
.
5
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considerably. But since no data is available upon which to base a model, they
‘ were left alone. The model even with this anamoly gives very good results for
’ multiple jets as compared to experiment as will be shown in a later section of
this report.

The multiple jet method discussed above is for jets mounted in tandem.
Consider the case of jets mounted side by side as shown in Figure 5.4(a).
This is a typical arrangement, when a jet is located on each side of the
fuselage. In the Vought/Wooler jet model both of these jets are modeled even
though we may be using a plane of symmetry in the Hess program. This
technique is necessary so that the effect of both jets are determined. 1In the
Vought /Weston program, a problem may arise if both jets are modeled. Each jet
has a set of contrarotating vorticies which flow downstream from the jet exit.
If the jets are far enough apart and not too close to the airplane centerline
then the model proposed should give reasonable results. However, most con-
figurations of interest have the nacelles fairly close to the plane of
symmetry and thus relatively close to each other. In this case, a problem
arises in the Vought/Weston model, in that the inboard vorticies from each jet
may intersect at some point downstream of the jet exit. In real life, these
vorticies will merge and could possibly cause the vorticies to break up.
Unfortunately, there is no test data available to indicate exactly how the
interaction effects the vortex parameters. In the current jet model, when the
inboard vortex crosses the plane of symmetry, the presence of this additional
- vortex on each side of the fuselage produces very large induced velocities.
Since these additional vorticies would not exist in real life, this use of the
model is not at all representative of the configuration. Therefore, in the
Vought/Weston method contained in VAPE, if side-by-side jets on opposite sides
of the fuselage are to be analyzed, then the following procedure must be used.
The configuration must be analyzed with a plane of symmetry, i.e., only
one-half of the configuration is input. Then, in the jet model, only one jet
is input. This must be the jet contained on the side of the configuration
input. If this procedure is followed the results obtained, as shown in
Section 7.2, are very good.

L Recommendations will be presented later which would improve the Vought/
A Weston jet model and remove the above problem.
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5.2.3 STOL CALCULATIONS

The jet methods discussed so far are for the transitional area of flight
which was defined as the regime between normal horizontal flight and vertical
hovering. There are several methods which have been developed for the
vertical hovering region, references 5.17 and 5.18. One area which has not
been considered, is the STOL region of flight which is defined as the region
where the aircraft is taking off or landing and is very close to the ground,
at a reasonable forward speed. The lift jets are deflected such that they
impinge the ground forming wall jets, which are not being reflected back to
the aircraft. The wall jets increase entrainment and thus increase the
“suck-down" effect of the jets on the aircraft. A technique to predict this
effort has been developed and incorporated into the Weston jet model contained
in the VAPE program. The details of this approach are given below.

Consider a V/STOL aircraft with its lift jets deflected moving close to
the ground as shown in Figure 5.15. The jet flow between the aircraft and the
ground plane is assumed to be represented by the flow model in the Weston jet
model. When the jet intersects the ground, an impingement region is formed
where the jet flow direction is changed to be parallel to the ground plane,
forming a radial wall jet. A radial wall jet in a cross-flow creates a rather
complex flow field. At some distance ahead of the jet impingement point, the
flow along the wall jet separates from the wall and curves back on itself.

The focii of these separation points is referred to as the separation line of
the wall jet.

L

AN\
<~ MPINGEMENT POINTS

Figure 5.15 Aircraft in STOL Flight Regime
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A strong vortex is formed between the source of the wall jet and the
separation line of the two flows.

In the approach used in VAPE, the separation line is modeled, but the
. Vortex is ignored. The algorithm used in VAPE is to (1) determine the
3 impingement point; (2) define the wall jet; (3) find the separation line, and
§ (4) determine the entrainment due to the wall jet aft of the separation line.
: These entrainment values are then used to calculate a normal velocity at
; control points on the ground plane which are used as boundary conditions in
the Hess program.

The jet impingement location is determined by finding the intersection
point of the ground plane with the jet centerline path.

. Once the impingement point is found then the velocity of the jet at this
point can be determined from equations 5.66 or 5.67. In addition, the angle
of the jet relative to the ground plane at impingement must be determined for
the wall jet analysis. This angle is calculated in the following manner.

-1 ( (5.74)

dz
o = tan )
JETIM dx JETIM

where o = IMPINGEMENT ANGLE
JETIM

(gﬁOJETIM = tangent of jet centerline path at impingement point

The separation line may now be determined based on an impirical equation
developed by Colin, reference 5.19. This technique requires a new jet
] velocity ratio to be defined, Rk,as the ratio of dynamic pressures at the
L impingement point.

L This ratio based on prior reasoning is simply a velocity ratio given by

e VoET,,
v R)‘ = v:— (5.75) .
: LOCAL

where VJETJM = JET IMPINGEMENT VELOCITY

v =

- Cross F1 1
LOCAL ow Velocity at Impingement Point
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In Colins report an assumption is made that the energies of the wall Jet
and main stream flows must be equal at the separation line. The energy of the
wall jet over a small arc ds can be represented by

$ §+6
dEyy = %—p ‘[ mU3dy+ [ mU3dy ’ ds (5.76)

m

]
] But if we assume 1 (5.77)

U Y\ n

= = () n=7

Um Gm
" Then €. = +n [xu3k 1 ds (5.78)
g WJd 2 1Yo ™3 (_X_X)E.3 :

r

Where K3 is a constant which can be determined from the slope of the
inner and oufer layers and the rate of growth of the wall jet.

The energy for the external stream in the plane of symmetry is given by

dE_ = %—p ’Ui (645 )ds| = %—p l(l(] + Ky) X ud dsl (5.79)

The energy ratio is therefore

X.U 3K 1 (5.80)
dE 0 "3 ( X)2.3 Ky U X 3.3
L X (2 !
1,
é& Now let the energy ratio = 1 3.3

. K U\ (X
g then —i—-(_Q)(iL) = (5.81)
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This concept can be used to determine the separation line on the wall
rather simply by considering the potential flow of a plane source in a uniform
stream. The matching condition indicated above for the interaction region in
the plane of symmetry is used to determine the equivalent source strength. If
A is the source strength, the equation of the dividing streamline is given
by

7~ ARCTNG J.- UY = o (5.84)

where Y is a coordinate on the base plate, perpendicular to the x axis.

For y=o, the separation point in the plane of symmetry is given by

XS = VT (5.85)

But from equation 5.83 we have

Xs 0.9 0.9 _ A
R KRA SO I(RA = -2—11%: (5.86)
and A = 2ny KR, 0.9 D

= K (5.88)
SO A 27Dy JETIM R—P—.l

But Z"DUJET is assumed to be the equivalent starting mass flow of
the wall jet IM

Ry

R
M = 2eDU = 2nDU = M, o
W JET exrr Vo/0 b V. (5-89)
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where M; is the actual flow from the nozzle relating the source strength to
the actual mass flow from the nozzle.

R
A = MJ V7{‘j g'l (5.90)
J/ Y RA *
S0 A= ——VS7IE:—- (5.91)
0.9
K .
and  Xg = " Ry (5.92)

2 U‘,o (VJ’U‘,)

The equation of the separation line on the base plate becomes

0.9 Y )
kR,%% D ARCTG T -y = o0
(5.93)
or 1.03R°'90ARCTG}’(-Y = 0
A (5.94)

K = 1.03 based on experimental data correlations

Figure 5.16 presents a comparison of this calculated curve on a flat
plate for a R) of 28.5 with experimental data.

Y
Tb EXPERIMENTAL
DATA
PREDICTED
STAGNATION
LINE A=~103R, 9D
llIIl"b (:)
XIA = YIA
TAN (Y/A)
— X

Figure 5.16. Schematic of Model Utilized for STOL Calculations in VAPE
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The entrainment due to the wall jet at every control point aft of the
separation line must now be determined. These entrainment rates are
determined in VAPE by a method based on the technique presented in reference
5.17, developed for a wall jet in a static pressure field. Colin, in
reference 5.19 indicates that the wall jet does not change appreciably in
terms of size or entrainment when a freestream flow is added as long as the
velocity of the crossflow is small. Therefore for application to the analysis
method in VAPE the approach of reference 5.17 should give a reasonable
approximation to the wall jet effect.

A full description of the approach is discussed in reference 5.17, so
only the pertinent equations and their derivation will be discussed below.

The total mass flow in the radial wall jet in an azimutal sector between
the angle @p and 0y is the following:

0’8 bad
m(6g-6,).R] = oy / / Vmax (U”m) RNg (ﬁs) dqQ  (5.95)
04 0

where oA & oB are the extents of the angular section.
VMax is the maximum velocity in the wall jet at the sector

R is the radius

Ng is the normal distance above the ground plane to Vyay/2

Now VMAX is defined as

R
=

where the subscript I refers to the impingement region.

and Ié is defined as

.-y . (5.97)
1 - [ () atgh
M MAX  Ng
Then equation 5,95 can be written as
L] 0
B (5.98)
m .
2 Uoga) ] = hla B, / g, 9
On
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Now N5(R) is defined as

NS(R) = N51 + .07 (R-RI) (5.99)
and VMAXI is
Y, = Voer, fo.ss + a0 [[1-0.4(F1) sin §] 510
| i 0% et
where F1 = g
Then m RO )
— -0 R]' = R.IWV [
B No + .07(R-
P A’ UMOET,, |5 7(R RI)J [0.55 + .17(F1)]
{(5.101)
%
X [1 - 0.a(r1) sin £ ] ¢o
0A .
Now the entrained mass between successive radii Ry, Rp is
i [ n m
- =~ |(65 - A)'R] . m ((9 -9 ).R] _ _entrained
™ Pm B Pp 1B "ATTA Pambient (5.102)
ié
c‘ 4
i
e This last term is the volume flow rate of entrained flow per unit area of
X | : the wall jJet surface assuming the surface is parallel to the ground plane
- gives
X R 6
' 5 [® Rg2-R,Z (5.103)
o Asurrace = RdRd6 = ———=— (6p-6p)
R g

A A

B Y

&L

¢
.
d
b4
Py
N
-
v
\i
P
J
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0.14R1vJETIM [; [0.55 + .170 (F1)] (5. 101)
v, =
Og
X / [1-Awnsmg]do

O
The integral in this equation can be evaluated and when this is done we obtain

Vy = Ly

1: [.55 + 17(FI0 - .8(F1) sin 3]

JETIM (5.105)

now g- must be positive for this equation

also Iﬁ

R

0.98

This volume of V, is calculated at every control point on the ground plane and
used as a boundary conditions in the Hess solution to simulate the effects of
the wall jet entrainment.

5.2.4 WAKE EFFECT MODEL

Several different approaches were tried to simulate the wake region in
the Vought/Weston jet model. The techniques considered all made use of
additional singularities added to the jet model in the wake region.
Unfortunately, no method was developed which would improve the results in the

o wake area without effecting the results in a negative fashion in the rest of
i the flow field. Therefore, the VAPE method currently contains no model which
}:; will treat the wake region correctly. This will pose a problem when

%q considering jets which have a surface directly behind the jet, i.e., a nose
&5 Jet. But, it is felt, based on results obtained, that this effect is

‘- nominally fairly small and will not penalyze the methods too severely.
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5.3 THAMES RECTANGULAR JET MODEL

A method has been developed, reference 5-8, to calculate the propulsive
induced effects produced by an aspect ratio 4 rectangular jet orientated with
the major axis either parallel or perpendicular to the crossflow. The
approach selected parallels that used by Weston and Dietz, reference 5-6 and
5-7. This choice required that an extensive data base be generated to define
the vortex strengths for the two nozzle orientation and various

3 jet-to-freestream velocity ratios and nozzle injection angles that the model
1 was to simulate. Thames thus conducted a test phase to generate the required
data base and then used this data base to develop the analytical math model.

Following is a fairly detailed description of Thames model condensed from
reference 5-8.

The model has two principal components.

_ o A pair of variable strength potential filament vortices lying along
E the experimentally determined vortex trajectories.

o One or more source/sink lines lying along (and parallel to) the
= experimentally determined jet centerline curve.

The vortices are included to model the real contrarotating vortex pair. The
vortex strength distributions were determined from the experimental data. The
source/sink lines are used to simulate the blockage/entrainment of the jet.
Since there was no direct experimental procedure for measuring the source/sink
strengths, these were determined by trial and error to give the best approxi-
mation to the experimentally measured flat plate pressure distributions. The
induced velocity calculated by the model may be written as

>

> -»>
V(x,y,2) = Vy (xy,2) + Vg (x:y.2) (5.106)

where V (X,y,z) is the velocity induced at the point (x,y,z) by the variable
strength vortices and Vg(x,y,z) is the velocity induced by the source/sink

e lines. The computation procedures for V, and Vg are explained in detail in
the next two sections.

- 5.3.1 VORTEX SIMULATION

. Since the strength of each filament vortex varies along its path, each
¢ vortex is subdivided into a specified number of constant strength vortex
segments, Nys, as illustrated in Figure 5-17. The segment lengths are

' cubically stretched to compensate for the rapid variation in I’ immediately
28 downstream of the jet exit.
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(2): Constant Source/Stnk
Lines Along (and
Parallel to) Jet
Centerline

s

Local Vortex
Segrent Coordinate *
Systen

Source/Sink Line ’ .
Layout for Blunt Nozzles \\

Local Source/$ink
-i Segment Coordinate
System

{1): variable Strength
Filacent Vorteces
Lying Along Vortex

Source Sink Lin
Trajectories / e Layout

for Streaswise Nozzles

Figure 5-17. Schematic of Rectangular Jet Model Formation

The strength of each segment, say [y, is taken to be the average of the
strengths at the segment end points. That is,

- Fi +I"i+1

Iy = —— T<i<Nyg (5-107)

The [; values are determined by interpolating the strength data obtained from
the wind tunnel tests. In this interpolation f’ is treated as a function of
three independent variables--distance dounstream of the jet exit, velocity
ratio, and jet injection angle.

The velocities induced by each constant strength segment are calculated
from the Biot-Savart Law. Let Xg |, Y¢,L» 2g,L be the coordinates of the Kth
control point with respect to the local 'vortex segment coordinate system
(Figure 5-17). Then the velocity induced at the point K by the ith segment of
the jth vortex is
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(UVK,L)i,j U (VVK,L)i.j 3

-
(v Y: s =
Vil TTad (5-108)

-

LRI

where the L subscript implies that the vector components are with respect to ;
the local vortex segment coordinate system and ij, Jj;, and K are the unit '

vectors in this system.
Then from the Biot-Savart Law
.
, (UVK.L)i,j 0 (5.109)
r. . 17
= 1’ K’L B
(Vv ,L)i,j T2 W, ., RK,L (5.110)
K K,L
(W ) = E%Li IE;L.E' (5.111)
VK,L igj ™ HK L K’L ‘ .
where
= 2 2 11
Bl 5 Ykl 4y, (5.112)
X - Sy X
N Y S KL (5.113)
foL © R R
V2
2 (5.114)
Ry = DX, ” + A d
= - 2 1/2 (5.115)
Rp = Tl =Sy )"+t

Sy is the length of vortex segment i (segment lengths are the same on
both i vortices) and Fi, is the associated strength of the segment. 1In
general, none of the local segment coordinate systems will be parallel as the
vortex trajectory is curved. Therefore, since we wish to sum the velocities
induced by all vortex segments of both vortices, it is necessary to express

the induced velocities in some common ~oordinate system. 1In this effort, the ‘
Jet exit coordinate system is used. Let TY be the proper rotation matrix.
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The velocity induced at K by segment i of the jth vortex in the jet exit
coordinate system is then

v

T'i j (VVK’L)i.j (5.116)

(Vy s
VK‘i,J

The total velocity induced by a single vortex at K is

N

-+ {:S (-\; ) "
V )' = P . .
(VKJ L, . (5.117)
N
S_
v —
= i);:] T Mvading

so that the total velocity induced at point K by both vortices is

> 222 Nvs v R
v = [Z“ Ty v 1, .118
VK J. = ] 'i= VK,L !J (5 )
where Nyg is the number of vortex segments per vortex. The double sum given :
by Equation 5.118 is carried out for all control points. The velocity induced

by the two vortices at all control points is

N .
- cP ¢ (5.119)

where NCP is the number of control points.
The calculations outlined above require that the vortex trajectories be
known. These trajectories were measured during the test program. The

trajectory is calculated as follows: Based on user input, the model generates
an array of cubically stretched trajectory abscissas using the equation

. i-1,3 \
xv = Lv ('ﬁv—“s') » 1 <1 < st + (5.120)

5-44

e A




—

Report No: NADC-77119-30,

where Ly is the distance downstream of the jet exit that the vortex flows are
assumed to propagate (usually, Ly = 20 - 30). The velocities induced by these
portions of the vortex flows beyond Ly are neglected by the model. The Zy
coordinates are obtained from the vortex curve fit equations. That is

| v X )C" Z 1 <ichy 1 (5.121)
Y4 = ayR X + - ’ < 1< .
]
where x = | JIAN sl 7 (5.122) |
% aCR? |
- b, ¢
yA = aR™ X
Ov 0

- 2
and 6, = 90 + d(90-6j) + 9(90’5j)

. The parameters a,, by, ¢y, dy and ey are given in Table 5.2. The lateral
coordinate, h (or Yy), of the trajectory is obtained by interpolation of the
vortex spacing data obtained during the tests. In these interpolations h is

- assumed to be a function of three independent variables--distance downstream
of the jet exit, velocity ratio, and jet deflection angle. After the
trajectory is calculated, the vortex segment lengths, Svi’ are computed using

Nozzle RMS

Configuration Curve a b ¢ d € Error
h Vortex | 0.7105( 1.2368 | 0.4131] -0.09306] -.02681| 0.315 D
- Blunt
SA Jet
g; Centerline| O0-T94T[0.9120 |0.3190| 0.02458] -.02351| 0.276 D
. b‘

: . . . -0.138:

e Streamyise Vortex | 0.9378| 0.8109 | 0.3394} -0.1393 0.0] 0.161 D !
§‘F Jet 4 nl, ~ ol -
. Centerline| '+2%05|0.784510.3293) -0.7k86 040} 0.320 D
¥

-n

Table 5.2. Vortex and Jet Centerline Curve Fit Parameters
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(5.123)
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5.3.2 SOURCE/SINK SIMULATION

To simulate the blockage/entrainment effects of the jet, the model uses
one or more segmented source/sink lines lying along (or parallel to) the
experimentally determined jet centerline (Figure 5-17). The source/sink
strength along a given line is constant. However, if more than one line is
used, the strengths may vary from line to line. 1In addition, if multiple
lines are used, the strengths must be symmetric about the symmetry plane (only
an odd number of lines is allowed) for blunt oriented jets. However,
non-symmetric strengths may be used for streamwise oriented nozzles. As
mentioned before, the number and strengths of the source/sink lines was
determined by a trial and error procedure. The strength distributions are
determined by interpolation in the model assuming that the source/sink
strength, o , is a function of nozzle orientation, velocity ratio, and jet
incidence angle. However, the model does allow the user to specify these

quantities if desired.

Using notation similar to that used in the previous section, the velocity
induced at a point K by th ith segment of the jth source/sink line is

g - >

(v )i s o= (U AR S

where A

O
(Ue )i s = 5% (—l - (5.125)
Spel’ind T 2 'R, R])
?-,j
kg o5 VoL = (5.126)
4y ? (VS ) Y. = ——t R
; : K’L ioJ T HK,L K,L
vl
1} . . Z
. W = _a K,L
., ( SK.L)i,J 2n HK,L EK,L (5.127)
- with
s i ) ,
ft: B, = ei * Ik (5.128)
% ’
»,
+
1
' 5-47
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X -5 X
-ﬁ - K.L Sj 1 + _K)L (5.129)
K)L R R
2 1
_ 2 k
R] = [XK,L + HK.L] (5.130) ’
‘ 2 %
» Ry = L0ty = 550" * H, ] (5.131)

These equations are quite similar to thos developed for the vortex flows.
However, the coordinates of point K (i.e., XK Ls YK L ZK L) used here are the
coordinates of the Kth control point in the local source/sink segment
coordinate system (Figure 5-17). Again, we must transform the components
given by (5.125) - (5.127) to the jet exit coordinate system. Thus,

| M s (5.132
. (Vg )5 5 = T3 . (Ve ). . '
1’ .
K 1sd i,] SK.L i,
A where T, is the appropriate rotation matrix. Summing over a single
e source?ﬁtﬂk line, the velocity induced by that line at point K is
7 ¢
& N
. W) = 3° Ve ) (5.133) .
e SR -~ R ¥ia P
;., -
. Nss -
f-l = T' 'S (V )
i=1 tad SK’L ilj
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and the total velocity induced by all source/sink lines at K is

Ne N

- SS -

Vg = f [% 1, 5w (5.134)
J:

where NSS js the number of source/sink segments per line and Ng is the number
of source/sink lines.

The source/sink line trajectories lie either along the jet centerline
trajectory or parallel to it. Regardless of the num.er of lines used, one
will always lie along the centerline path. The coordinates for this path are
developed as follows: The model initially calculates a set of linearly
stretched abscissas usine

i1y Ll (5.135)
S LS (NQS) , i I’NSS + 1

where Lg is the distance downstream of the jet exit that the source/sink lines
are assumed to exist (nominally, Lg = Ly). The Zg coordinates are obtained
from the jet centerline curve fit equations. Thus,

b c
= ¢ - C-
ZS. acR ( XS. xo ) Zo

’ 1<i< Negt 1 (5.136)
i i c c

where X, and 2, are evaluated as indicated in the last section, the
parameters z,, bg, C¢o, do and e, are given in Table 5.2. Since the jet
centerline lies in the symmetry plane, the Yg array is simply

(5.137)
The source/sink segment lengths are then
2 2-% (5.138)
S = [(Xe - X <+ (Yo - Y )°)
S 5§ 84 S¢S

for 2 < i < Ngg + 1. If there are more than one source/sink line, the
trajectories depend upon the nozzle orientation (i.e., blunt or streamwise).
Each case is covered separately below.
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Blunt Orientati

This case is illustrated in Figure 5-18. Each additional pair (recall
that the number of source/sick lines, Ng, must be an odd number) is displaced
a constant distance, A , on either side of a central source/sink line. M
Therefore, the Xg - Zg distributions given by Equations (5.135) and (5.136)
are appropriate for the additional source sink lines and the lateral displace-

ment arrays are given by q

Yo = (=17 mMa, TedsNgg+ ] (5.139)

1,J .
2<J < NS
. where M is the somewhat peculiar function

i/l2 , j even

\ e (5. 140)
1-1%-7- , J odd

and A is given by

. [rAg]®
. 4 = z(NgITy (5.141)

AR is the nozzle aspect ratio. The segment lengths given by Equation
(5.138) are valid for all additional source/sink lines.
yA .

h
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¥ BLUNT NOZZLE

K, Figure 5-18. Multiple Source/Sink Lines for Blunt Nozzles
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Wi Orientati

This case is somewhat more complicated as evidenced by the drawing given
in Figure 5-19. The basic idea is that the additional source/sink lines be
parallel to the line lying along the jet centerline trajectory and spaced a
constant distance A from it. The lateral spacing distribution given by
Equation (5.137) is obviously valid for all additional source/sink lines. The
variation of Xg and Zg for each additional sink line is

= X + A' sin @ 1
Xs. . = %s . ¢ (5.142)
ZS. o= ZS - At cos ec. (5.143)

for 1 < i < Ngg + 1 and 2 < j < Ng and where
8;' = (~1)Ma (5. 144)

with M given by (5.140) and A by (5.141). eci is the local slope of the jet
centerline curve and is given by

- -1 b c. -1
ec1 = tan {acccR c (Xsi, + X° )¢ } (5.145)

1 (o

Xs. and Zsi are the coordinates of the central source/sink line given by
Eqidtions (5.1§5) and (5.136) respectively. The source/sink segment length
arrays are then

Ss; 5 - s, - xg)? + (25 -2, )27 (5. 146)

14J »J i-1 sj

for 1 < i < Ngg+ 1 and 2 < J < Ng.
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STREAMAISE NOZZLE

Figure 5.19. Multiple Source/Sink Lines for Streamwise Nozzles

The total velocity induced by the model is the vector sum of velocity
induced by both the vortex and source/sink flows. Thus, from Equation (5.106)

-+ ->
VJ = vv-|~vS

Using Equations (5.19) and (5.135)

N N
Cp v

— 2
Vj = 2: (2: {

S y (5.147)
T, 5 (W .
w1 g T By )

;EP Ns Nss S
+
& (E[Q Tg ¥s.04,50)
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In effect, this equation and those which describe the individual terms plus
the supporting data base are the model.

]
1
|
1
_

5.3.3 MODEL APPLICABILITY

The jet model discribed in this section was based entirely on the tests
described in reference 5.8. Technically speaking, the model is directly
applicable only to the nozzle configurations and jet flow parameters
bracketed by the test results. These conditions are:

o Nozzle aspect ratio: 4.0

o Nozzle equivalent diameter: 4.0 (in appropriate units)

. o Nozzle Orientations: Blunt, streamwise

o Velocity Ratio: 4 < R < 10
o Jet Deflection:
- Blunt Nozzles: U45° ¢ 85 < 90°
- Streamwise Nozzles: 75° £ 85 < 90°
The computer code allows input outside these bounds. In fact, the routine
allows virtually any input (except that which is obviously erroneous such as R
< 0) and will execute. However, if the input conditions differ drastically
from those listed above, the results may be meaningless (or, nearly so).
The model should give reasonable results for nozzle and jet flow
* conditions which differ only slightly from those given above. The following
are suggested off-design limits for the model:

o Nozzle aspect ratio: 3.0 £ Ag £ 5.0

o Nozzle equivalent diameter: 3.5 < D < 4.5

-
- o Nozzle orientations: Blunt, streamwise
Q.

Fe) o Velocity ratio: 3.0 < R < 12.0

o Jet Deflection:

Blunt Nozzles: U450 ¢ 83 < 900

Streamwise Nozzles: 60° < 8y < 90°
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6.0 INLET ANALYSIS METHOD

In ~rder to properly model the entire flow field about a V/STOL aircraft,
the ¢! ects produced by the flow entering the inlet and the forces and moments
on ae iulet itself must be determined. Several vears aco, N.0O. Stockman of
NASA Lewis Research Center developed an analytical technique to calculate the
flow in and around subsonic axisymmetri~ inlets, reference 6.1, including
first order viscous effects. This approach was composed of an iterative
solution of several computer programs including a compressible axisymmetric
boundary layer program, reference 6.3. Stockman also developed a
compressibility correction for the potential flow =olution, reference 6.4,
This technique provided a valuable tool for estimatina the performance and
optimizing lip shapes tor V/STOL and conventinnal inlets. 1In Stockman's
approach, the potential tl.w sclution was performed and the resulting
pressures on the internal surfaces were ~orrected for compressibility using
the method of referernce b.4. These pressures along with the original geometry
were then 1nput to the boundary layer program to obtain the desired viscous
parameters. Tne lispidacement *hickness, &%, was then added, by hand, to the
original aeometry and the prucess repeated to obtain the viscous effects on
the fiow tieid. 1* was evitent at Vought, that the process could be made more
etfficient and flexible (! these programs were unified into one computer
program witn the geometry modification being accomplished by the compute:
code. ornseguently, these programs were combined into a single iterative
computer ~ote at Vought, reterence 6.5, This code has proven to be an
excellent way 'o screen preliminary inlet designs and thereby to reduce the
scape of expensive inlet parametric test programs. Additionally, this code
nas been mcditied at Vought tce calculate the inlet ram forces and moments.

Individual computer routines and methods of combination are described in
Section 6.1. The modificaticns developed to permit calculation of inlet
forces and moments are presented in Section 6.2. Section 6.3 present a
description of a study done to develop design charts for inlet boundary layer
separation.

6.1 VOUGHT/STOCKMAN PROGRAM

A complete description of this method is given in the references cited
above so only a brief description of the basic program formulation will be
included in this report.

Solution of the basic problem involves calculation of the compressible
viscous flow in an arbitrary axisymmetric inlet at any combination of
operating conditions of free-stream velocity V. , inlet incidence angle, o« ,
and inlet mass flow rate, W (Figure 6-1). At non-zero incidence angle, flow
in and around the inlet is three-dimensional. Since there were no exact
practical three~dimensional compressible viscous flow methods of solution
available, NASA-Lewis Research Center (NASA-LeRC) applied a series of four
computer routines to obtain a psuedo-three dimensional solution.

6-1
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Figure 6-1. Inlet Configurations and Input Parameters for Flow Routines

The Vought subsonic inlet analysis flow routine is composed of the four
NASA Lewis computer routines, reported by N. O. Stockman, reference 6-1, plus
some linking and editing routines developed at Vought. Each of the major NASA
Lewis routines are described in some detail in reference 6-~1. Discussion of the
individual components of the combined routine and the method of linking are
described in the following sections.,

POTENTIAL FLOW SOLUTION

The inlet potential flow solution is obtained by the first three Stockman
routines - SCIRCL, EOD, and COMBYN. Description of these three routines
follows.

6.1.1 GEOMETRY REPRESENTATION

The inlet is assumed to be axisymmetric and is represented by its
meridianal profile. This profile is divided into segments at convenient
tangent points. Each segment is defined by an analytic expression. The inlet
walls and outer surface (nacelle or bellmouth) must be extended far downstream
to insure accurate potential flow solutions in the inlet region of interest.
The geometry routine (SCIRCL) prepares coordinate point input for efficient
use by the potential flow routine and also prints out information such as
surface curvature, wall angles, and flow area distribution. SCIRCL is a
convenient and effective tool for preparing the input for the potential flow
program from a minimum set of input data.

6.1.2 INCOMPRESSIBLE POTENTIAL FLOW SOLUTIONS

The Hess axisymmetric program (EOD) is used for calculating the
incompressible potential flow (reference 6-2). The program utilizes a
distribution of sources or sinks of initially unknown strength to represent
the inlet profile. This model results in an integral equation which is exact
for a continuous distribution of source strength. This continuous
distribution is approximated by defining the inlet profile by a finite number
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of discrete elements. Each element is represented by a point on the element
(the midpoint) called the control point. Also, the source strength is assumed
to be constant on each element. This approximation results in a set of linear
algebraic equations which are solved by matrix methods for the source strength
at the control points. Velocities at the control points and at specified
off-body points are then calculated from the source distribution.

The Hess axisymmetric potential flow routine is used to obtain three
basic solutions which are used in linear combination to satisfy the prescribed
inlet operatine conditions. Solutions obtained for the inlet in axial
freestream flow with an open-duct inlet, axial freestream flow with a closed-
duct inlet, and freestream cross flow with an open-duct inlet.

6.1.3  ARBITRARY FLOW CONDITION SOLUTION

The three basic solutions from EOD are then used by the Combination
Routine (COMBYN) to compute a solution of interest having arbitrary flow
conditions of V, , a , and mass flow (W). The linear combination equation is:

v = ae > > (6.1)
v AV] + BVZ + CV3

where V are the three basic solutions and A,B,L are influence
coeffic}ents ob%ained from the three flow conditions: Vo, , a , W.

The velocity obtained by equation (6.1) is incompressible. The
Lieblein-Sockman compressibility correction (reference 6.4)

p
= (_)V iV (6.2)

is used to compute the compressible velocity. All the terms on the right
hand side of equation (6.2) are obtained from the incompressible solution or
the input flow conditions. This equation handles both local sonic and
supersonic velocities. The compressible flow properties (Mach number,
pressure ratio, streamlines) are obtained from the compressible velocity,
Voor. Typical output and capabilities of the potential flow routine are shown
in Figure 6-2.

P A T O™
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METHOD: NOUGLAS NEUMA NN CAPARILITIES
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(REFFRENCE 6.3) /X ISYMMETRIC
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Figure 6~2. Typical Potential Flow Routine Results
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' 6.1.4 BOUNDARY LAYER SOLUTION

33 The surface Mach number distributions obtained from program COMBIN are

e used as input to the Albers-Gregg boundary layer calculation (program
VISCUS). The boundary layer calculations are based on the assumption that

- the flow is two~dimensional, either planor or axisymmetric, Program VISCUS,
documented in reference 6-3 calculates information such as boundary layer

Jt profiles, displacement thickness, 5* and skin friction coefficient, C_, at

¢ each station, and also predicts tramsition from laminar to.turbulent flow.

i. Separation is predicted when C, is zero. Typical output and“capabilities

i of the boundary layer routine is shown in figure 6-3.

*

¥

l
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Figure 6-3. TYPICAL BOUNDARY LAYER ROUTINE RESULTS

6.1.5 ITERATIVE LOOP

If the boundary layer is significant in the inlet region of interest, it ]
may be desirable to add the displacement thickness, &%, to original inlet W
profile and repeat the eatire solution procedure. Thus new Mach number and
6% distributions are obtained. This process may be repeated to achieve
- satisfactory convergence. Usually one iteration is sufficient. ﬂ

3 6.1.6 COMBINED POTENTIAL FLOW AND BOUNDARY LAYER ROUTINE 3

P 4
‘)‘. SN

Originally, the Sockman Inlet Analysis routines (SCIRCL, EOD, and COMBYN)
and the boundary layer routine (VISCUS) were executed separately in the
iterative loop, Figure 6.4. Output from the geometry routine (SCIRCL)
included punched card output to be used as input to EOD. Output from the
X potential flow routine (EOD) included punched cards in binary form for input
’ to COMBYN. Compressible flow Mach number distributions from the combination
routine (COMBYN) were then manually prepared for input to VISCUS. Displacement
thickness, &%, from the boundary layer program VISCUS was then used to modify
the inputs to SIRCL, and the process repeated.

-

-

1 ~ww

»
-

In the combined program, output data from SCIRCL and EOD are stored on
scratch files which are then accessible by the succeding routine. Therefore,
only a minimum of input data in card form are required. In addition, in the
combined program all routines are combined into one large program with an
overlay mode of operation. Also, a coordinate transformation routire was
developed to bridge from COMBYN to VISCUS, and a geometry modification routine
was required to modify the original inlet profile by the viscous displacement
thickness, & *®.
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Figure 6-4. Vought Combined Potential Flow and Boundary Layer Proé:ram

:"- Combination of the flow solution procedures resulted in cost savings,

s both in preparation time and in computer run time while maintaining the

SEN same accuracy of solution as achieved by the individual codes.
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6.2 INLET FORCE AND MOMENT PROGRAM

Many proposed advanced aircraft require propulsion system inlets which
can operate over a wide range of flight speeds, mass flow, and angles of
attack. For example, requirements placed on inlets for Navy V/STOL aircraft
can be especially severe due to the operating environment onboard various
types of combatant ships. Thus, considerable research and configuration
development is required to design inlets for such an application.

Results from analytical studies and from limited test data indicate the
forces and moments induced by the inlets can significantly influence the
aerodynamic control power requirements for V/STOL aircraft, specifically
during transitional flight and at high angles of inlet incidence such as with
tilt nacelle configurations. Thus, correct estimation of these forces and
moments is important.

The influence of fixed nacelle, lift fan inlets can also influence the
control power requirements of the V/STOL aircraft, but eenerally to a lesser
degree due to the reduced inlet angle of incidence. Correct estimation of
these forces and moments is also important to the designer.

Inlet forces and moments due to the entering stream tube are a vector sum
of the forces and moments created by ram drag and additive draz at a specific
engine power setting, angle of inlet incidence, and flight speed.

Test data obtained to determinine the magnitude of these forces and
moments has been rather limited to date due to the relatively high cost of
metric inlet experimentation with flow through simulation. Most available
data has been obtained from test installations with the entire nacelle or
airframe metric. Because of these deficiences and limitations in available
test data the ability to predict analytically, with accuracy, the force and
moments induced by the inlet is a prime requirement for V/STOL research and
configuration development.

The Vought force and moment analysis for each inlet operating condition
is conducted in two specific steps. First, the combined inlet analysis
; ‘ routine in VAPE is used to calculate pressures on the inlet lip and velocities
’ of the fluid within the inlet duct. Forces and torques imposed on the lip by
300 ) these pressures; as well as effluxes of momentum and angular momentum in the
&, duct across a plane normal to the axis at the throat, are calculated by the
inlet force and moment subroutines in VAPE. Proper accounting of these
parameters yields the inlet forces and moments for specific configurations.

¢ - . The computer code provided with this task was used to generate a series
I of parametric ram drag charts for subsonic inlets as a function of the point
of application, mass flow rate, pitch angle and inlet type and shape. These
charts can be used in preliminary aircraft performance synthesis and in
simulator programs for flight control studies, to provide rapid estimates of
ram drag from the generalized charts without the need for specific computer
solutions for each inlet/nacelle configuration evaluated.
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6.2.1 METHOD OF SOLUTION

The analytical approach to solving for forces and moments induced by the
inlet is outlined in the following four step procedure:

1 For a particular inlet geometry, the internal and external surfae
pressure and streamwise velocity distributions at several
circumferential () stations around the inlet are determined by VAPE .
The user must also define internal and external control boundaries
which must include the predicted stagnation points and all of the rake
stations.

2 The program searches the internal and external surface velocity
distribution at each station to define the stagnation points.

3 The inlet control volume is defined by the Loci of surface stagnation
points and by a user specified rake station where the streamwise
velocity distribution is known. Note that this rake station must be
within the control volume boundaries defined in (1) above.

4 The inlct force and moments are calculated by summing the force and
moment integrals (presented below) around the control volume.

The program determines the inlet force and moment components relative to
- (a) the aircraft body axis coordinate system, (b) the inlet coordinate systenm,
and (3) the inlet coordinate system about the user selected reference point.
These coordinate systems are defined in Figure 6.5.

The remainder of this section defines the pertinent equations utilized in

the inlet force and moment code and presents parametric charts of ram force
and moment arm data.

AIRCRAFT BODY AXIS INLET AXTS
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ya Figure 6.5. Coordinate System for Force and M-ment Caliulatione
'3

»- - P Pl = Y - X ‘Taav L4




! Report No: NADC-77119-30

6.2.2 FORCE EQUATIUNS

~ G &
Frue

N = unit normay

FNACELLE
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Fprop = Right hand side of equation (6.4)

~— ad p -> > >
These inlet force integrals are evaluated using the inlet flow analysis program. .

RAKE STATION
FROM ANALYSIS
PROGRAM

Figure 6.7. Schematic of Momentum Box for Inlet Integration
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o Integrate integrals (1) and (3) along X and ]

27 2m |
v v
- 0 | 0 h T
XHIGHLIGHT Xstarron  XMIN Xvax
[ INTERNAL ] [ EXTERNAL ]

Figure 6.8. Schematic of Integrals <1 )and (5) Domains

Internal pressure area integrals have same equations except for sien change.

X

STATION MAX dy. = -
(INTERIOR) / (P-Poys) [(SL) T - cos 43 - sin yR) Y dxdv
X ¥
Where MIN MIN
1 with P = surface pressures at x
‘.-: g-’% is derivative of surface
/ X at station x
1 7.
B . Figure 6.9. Coordinate Axis Definition
"l
v
. o Integrate integral (2) along ¢ and Tr
! /2" / P=rSTATION N
¥ ]
P., - with P= Surface
jt o ( 34 PAMB) N3-4 dA Pressures at r
&,
o with dA = rdydr = ydydr
? - >
e Ny = 1
]
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o Integrate integral (U4) along X and y

1
-1
2t TSTATION 2 2.2
Po ‘Vx Hy Y, > > -
o ]-('20)1 3 (V) (3 Vytd Yy + kVy) rdrdy
0 YC.) 0 ao

With Vx, VY’ Vz = velocities at rake station

After the forces are obtained, they are then resolved into components relative
to the airplane body axes.

\ /”

Figure 6.10 Transformation Description




aad At g

Report No: NADC-77119-30

6.2.3 MOMENT EQUATIONS
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then let

->

Minlet ) j{ (P - PAMB) npdAr+ E_.(;] “ny) V, dA :
inlet A q 171

inlet ©

These inlet integrals are evaluated using the inlet flow analysis program.

2-3,4H4-1 3-4

Oo" .-' - -+

These inlet moment or momentum integrals are then evaluated in a similar
manner to the momentum equations previously described.

After the moments are obtained they are then resolved into components
relative to the airplane body axes.

The moment arm of the resolved components is obtained by dividing the
Moment of Momentum by the Momentum For:e 1i3:

6-14
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6.2.4 PROGRAM CODE CAPABILITY

The program is capable of dealing with the following geometric and free
stream flow conditions.

a. Axisymmetric inlet geometry with arbitrary cowl lip shape.

b. Arbitrary tilt angle of the inlet centerline relative to the aircraft
X (longitudinal axis) =Y (lateral axis) plane.

¢. Arbitrary angle of attack and side slip angle of the aircraft relative
wind. (The effects of the aircraft surfaces on the flow approaching
the inlet are ignored, however.)

! d. Arbitrary moment reference point specification within the plane of the
inlet centerline and the aircraft lateral axis.

€. Arbitrary subsonic free stream velocity magnitude and inlet mass flow
rate.

Input data requirements include the following items:

a. Geometry of the external and internal inlet cowl in the vicinity of
the cowl 1lip.

b. Specification of the relative wind magnitude, angle of attack, and
angle of sideslip.

¢. Moment reference point specification.
d. Pressures on the inlet lip surfaces.
e. Velocities of the flow across some station of the inlet duct.

Items (d) and (e) can be obtained from the VAPE computer program or from
measurements taken during a wind tunnel test.

Qutput data are as follows:

a. Inlet forces and moments about the user selected reference point and
with components parallel to the aircraft body axes coordinate system.

b. Inlet forces and moments about the user selected reference point and
with components parallel to an inlet centerline relative wind vector
coordinate system.

c. Forces and moments imposed on the internal and external surfaces on
the inlet cowl 1lip.

d. Stream thrust and angular momentum of the flow within the inlet as it
crosses the station where flow velocitles were defined as a part of
the input data. (See item (e) of the preceding paragraph.)

6-15
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6.2.5 RAM FORCE AND MOMENT ARM CHARTS

Charts of ram force and moment arm based on VAPE calculations are presented
in this section. These charts give streamwise force, F_, Lift Force, F_, and
ram moment arm, z, as functions of incidence angle, forward speed, and fnlet
geometry. These data, while calculated for a tilt nacelle configuration are also
applicable to fixed nacelle inlets. All inlet force and moment data presented are
based on an aircraft body axis system (Figure 6-5).

The NASA QCSEE inlet, shown in Figure 6.12, was used as the analytical model
for this study. This inlet is designed for the low speed characteristics of sub-
sonic V/STOL applications. NASA has conducted experimental investigations and
documented the performance of this inlet design. The inlet features an area
contraction ratio of 1.46, a diameter ratio of 0.905 and a 2:1 ellipse internal
1ip shape.

The force and moment data were generated by calculating surface and stream-
wise flow data at 19 circumferential positions around the inlet (0 < v < 180),

The control volume boundaries for the ram force and moment arm analysis are also
defined in Figure 6.12,

fotcrval Poundary (USCR SELECTED)

<\ffu-ernal\St}gn\\atQn l}oin\t )»X\V

a \\_..A,-—
Internal Roundary (USER SELE”

Rake Station (USER SELECTED)

| NASA QCSER INLET (NASA TMX-3222)
2:1 Ellipse Intermal Lip Shap2
Ayg/Apy = 1.46

DM./DM = ,905

6.12. NASA QCSEE GE2 Inlet Geometry
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The 1ift, ram drag, and ram moment arm are presented in Figures (6.13) -
(6.15) at a forward speed of 75 kts as functions of mass flow rate and incidence
angle. The parameter V in the abcissa of Figures 6.13 - 6.15 is defined as
the velocity for uniform flow at the throat station. The lift and ram drag are
presented in absolute terms here but are given in non-dimensional form in
Appendix B.

Figure 6.13 shows that 1lift increases with increases in both flow rate
(smaller V_ /V H) and angle of attack. The lift is very sensitive to increases
in angle of atgack up to 45°. However, at the higher angles (70° to 90°)
essentially no effect of angle of attack on 1ift is evident.

Figure 6.14 shows that inlet drag decreases with angle of attack, and
generally increases with inlet flow rate. However, at the highest flow rates,
expecially above 70° angle of attack, there is a gradual reduction in drag with
inlet flow rate. A reduction in drag as incidence angle increases is reasonable
because the effective ram area becomes smaller at higher angles of attack. The
effect of incidence angle and mass flow rate on ram moment arm is shown in Figure
6.15. The moment arm increases with both angle of attack and inlet flow rate,
but the angle of attack has the more pronounced effect.

The effect of forward speed on the absolute levels of 1ift, drag and the
ram moment arm is presented in Figure 6.16. Reducing forward speed decreases
lift and drag, but increases ram moment arm. Additionally, the ram moment arm
change with respect to forward speed is shown to be sensitive to inlet angle
of attack. This effect could be significant in the design of fixed nacelle
V/STOL aircraft controls for the approach and hover flight regimes.

A brief study was made to examine the effect of inlet cowl lip shape on
forces and moments. Axisymmetric inlet geometries studied are shown in Figure
6.17. They consist of the NASA QCSEE GE 2 Test Inlet and a thin 1lip inlet
suitable for a supersonic V/STOL.

Forces imposed on the inlet by the captured tube of air that enters the
inlets are shown as a function of inlet velocity ratio in Figure 6.18. The
force convention is the same as that used for a body-fixed coordinate system
in an airplane. The forces are equal to the vector sum of the ram drag and
additive drag terms encountered for conventional flight propulsion calculatiomns.
For an angle of attack of 20°, the streamwise components of the forces are
essentially the same for the two inlets. The l1ift component forces differ by
about 62 with the QCSEE inlet having more 1ift. Forces imposed on the inlets
for an angle of attack of 90° are essentially the same. The lift and drag
forces are given in absolute units in figure 6.18, but are presented in non-
dimensional form in Appendix B.

The effect of inlet 1lip shape on inlet ram moment arm is presented in
Figure 6-19, These data show that at low angles of attack, the QCSEE, inlet
has a larger moment arm than the thin 1lip as a result of a thicker lip shape.
As the inlet incidence angle is increased to 90°, the moment arm for each inlet
is essentially the same.
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Figure 6-17. Comparison of Thin Lip Inlet to QCSEE Configuration
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6.3 INLET SEPARATION ANALYSIS

A study was performed to develop inlet separation boundaries for V/STOL
aircraft using the inlet analysis techniques discussed in Sections 6.0 and
6.1. This section presents the details of the approach used and the results
obtained.

6.3.1 INLET DESIGN VARIABLES

The major variables defining inlet design are shown in Figure 6.20. For
this study, three design variables were investigated: (1) area contraction
ratio, Dy1/Dry; (2) diameter ratio, Dy;/Dy; and (3) internal lip shape. All
of the configurations considered are based on the QCSEE, entry lip 2 inlet
described in reference 6.6. Figure 6.21 presents the variations in entry 1lip
design used to obtain the parametric inlet separation data. No effect of
diffuser wall slope or length was considered in this study. In all cases, the
inlet throat and diffuser exit diameters and the diffuser length were held
constant. The reader is referred to reference 6.7 for a description of the
effects to be expected from these diffuser parameters.

Dy D r——~%———1 ]

TH ‘1‘
Centerbody

=180 Ct]m\

-

Figure 6.20. Inlet Nomenclature
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Figure 6.21. Entry-lip Nomenclature and Range of Geometric Variables Tested

Table 6.1 presents a complete summary of all inlet geometric variables
considered.

6.3.2 ANALYSIS METHOD

, Prediction of inlet lip separation boundaries for each of the
1. configurations summarized in Table 6.1 was accomplished by running the inlet
o analysis routine discussed in Section 6,1.

Two types of inlet separation are predicted by the viscous routine: diffuser

separation and 1ip separation. Diffuser separation is defined as the point on
the shroud or hub surface where the boundary layer skin friction coefficient, C
is zero or where the derivative dCf/ds changes sign (in an adverse pressure

B gradient). The latter anomaly occurs in several finite difference

; type boundary layer programs. At this point the program will define a
separation velocity profile and print out various boundary layer parameters at
each station preceeding the predicted separation point. The lip separation is
determined by analyzing the configuration at various angles of attack {always
increasing in value) until an angle is reached where laminar separation
without the possibility of turbulent reattachments is obtained.
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TABLE 6.1. SUMMARY OF INLET GEOMETRIC VARIABLES
(a) Entry Lip
ENTRY-LIP NUMBER
GEOMETRIC VARIABLE
1 2 3 4 5
Internal lip contraction ratio, (DPQ/Dt)z 1.37 1.46 1.56 1.46 1.46
External forebody diameter ratio, DHQ/DM 0.905 0.905 0.905 0.935 0.905
Ratio of external forebody length to
maximum diameter, X/DM 0.2 0.2 0.2 0.175 0.161
‘ External forebody contour” DAC-1 | pAc-1 | DAC-1 | NACA-1 *
External forebody proportions, x/Y 4,21 4,21 4,21 5.38 3.38
Internal lip contour Ellipse | Ellipse | Ellipse | Ellipse | Ellipse
Internal 1lip proportions, a/b 2,0 2.0 2,0 2.0 1.5
Ratio of overall inlet length of diffuser
exit diameter, L/De 0.97 1.00 1.06 1.00 0.96
(b) Diffuser
: . . 2 2,2
Ratio of exit flow area to inlet flow area, (De - Dc)/Dt C e e e e eoe . 121
Ratio of diffuser length of exit diameter, Ld/De e e v e e e e e .+« . 0.826
. Ratio of centerbody diameter to dif fuser exit diameter, Dc/De . e e e « » . 0.400
Maximum local wall angle, Om’ deg . . . o 0o .« . . e v e « o o . 8.7
Location of maximum local wall angle, percent Ld . . . e . -« + 50
Equivalent conical half angle, deg . . . . . . . . e o e e « e 2.9
n SUrface CONLOUT . « o o « o « o o o o o o o o o » &« « « s e 4 s e o s e+ Cubic
L (c) Centerbod
- c enterbo
é% . y
i Ratio of length to diameter, Lc/Dc e e e e e e e e e o e e e e o v . 0.75
Surface contour . . « « « « s ¢ ¢ & & o o 4 s . .o .« e e s . « «» « Ellipse
Ratio of centerbody length to diffuser length, LC/Ld .. . e e e e+ o o« 0,357
8The DAC-1 contour was developed by the Douglas Aircraft Company and is given by:

Y

*Faired into same x for entry-lip number 2 by SCIRCL.
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The combined routine, described in Section 6.1.6, uses a different approach
for each type of separation as discussed below.

DIFFUSER SEPARATION: Diffuser separation occurs where the boundary layer skin
friction coefficient goes to zero. The program, if desired, will create a "VISCOUS"
] body by adding the boundary layer displacement thickness, 6*, to the original
geometry at each station up to the point of separation. For each station aft of

3 the predicted separation point, a constant §* equal to the last calculated value
will be used to modify the gzeometry.

LIP SEPARATION: The lip laminar boundary layer separation is defined to occur

when laminar separation occurs and the viscous turbulent boundary layer routine
cannot negotiate the lip adverse velocity distribution aft of the laminar separation
point., The program terminates in the VISCOUS routine with an error code generated.

6.3.3 COMPARISON TO NASA EXPERIMENTAL DATA

The predicted inlet lip separation boundaries are compared to NASA test
data from references 6.6 and 6.8 in Figure 6.22 for area contraction ratios of
. 1.37, 1.46, and 1.65. Each inlet has a forebody diameter ratio of 0.905 and a
i 2:1 ellipse internal lip shape (2:1 defines the ratio of a/b). All of the data
presented in Figure 6.22 is for a forward speed of 80 KTS. The boundary layer
data was calculated along the y = 180° meridian angle (see Figure 6.1). All
of the predicted lip separation boundaries were calculated at inlet throat
Mach numbers of 0.371, 0.600, 0.700 and 0.800, Generally, for a given MTH
inlet incidence angle was increased until lip separation occurred.
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The data presented in Figure 6.22 show better agreement between the
predicted separation boundary and the experimental data for the larger inlet
area contraction ratios. The correlation presented for a contraction ratio of
1.65 shows excellent agreement at all throat mach numbers. At the lower
contraction ratios, the calculated maximum lip separation angle is seen to
occur at a higher flow rate than found experimentally., This shift is due to
two causes. First, for low contraction ratios, the lower separation boundaries
indicated by the predicted data may be due to the boundary layer analysis routine.
The predicted results are based on an axisymmetric boundary layer method whereas
the experimental data i1s asymmetric. This would imply that the severity of the
pressure gradient is less in the experimental data than in the calculated results,
which would result in early prediction of separation. Secondly, the experimental
lip separation boundaries decrease more rapidly at the high throat mach numbers.
Reference 6.9 suggests that this trend is caused by shock-boundary layer inter-
action on the cowl surface. The predicted data do not account for these effects;
therefore, the separation boundaries will be more optimistic in this region.

In all of the predicted inlet separation data presented in this report, the
incidence angle at lip separation was used to define the boundaries. This method
should therefore produce slightly conservative results.

6.3.4 INLET SEPARATION CHARTS

Representative flight conditions for V/STOL aircraft are presented in Figure
6.23. Generalized inlet lip separation charts have been developed for these flight
conditions for screening of preliminary inlet designs, and are presented in
Appendix A. Lip separation data are presented for three of these flight conditions
in this section. The charts present inlet incidence angle for lip separation as a
function of mass flow rate, inlet geometry, and forward speed. All of the curves
represent separation boundaries for the inlet lower lip ( ¥ = 180° Figure 6.1).
Although the flight conditions presented in Figure 6.23 are for a tilt nacelle
configuration, these charts are applicable to fixed nacelle V/STOL aircraft. It
has been shown in V/STOL Type A studies that supercirculation effects from high
1ift devices can cause a high induced angle of attack at the inlet even though
the aircraft angle of attack is low. These effects should be included when
screening fixed nacelle designs.

Inlet separation boundaries for area contraction ratios of 1,37, 1.46, and
1.65 are presented as a function of inlet throat Mach number and forward speed
in Figure 6.24 through 6.26. These data indicate that at low forward speed, the
lip thickness has a significant effect on inlet performance. However, as the
forward speed is increased, the lip thickness has a lesser impact (see Figures
6.25 and 6.26). Figures 6.24 and 6.25 indicate that an area contraction ratio
of 1.65 1s more than sufficient for low speed performance during transition and
hover for a typical V/STOL operating envelope.
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] Predicted and measured inlet separation boundaries as a function of area

‘- contraction ratio and throat Mach number are presented in Figure 6.27 at 80

] KTS. The experimental data, obtained from references 6.6, 6.8 and 6.10 indicate
two effects of lip thickness on inlet separation angle. First, at low contraction
ratios, the inlet mass flow rate has a little effect on the separation boundary.
As 1lip thickness is increased, performance is improved with increasing flow rate
until the surface velocities on the lip get large enough to produce strong shock/
boundary layer interaction effects. This phenomenon occure at approximately =,80
for area contraction ratios of 1.46 and 1.65, Figure 6.22. Secondly, increasing :
the 1ip thickness allows the inlet to operate at higher angles of attack at any flow i

rate.
| V,_ = 80 KIS
2t1 Ellipse Internal Geometry
- 100°p -
1Dy /Dy = 905
8 p = 180°
= (180
(@)
Ex 80°
3 A M, = .64
- B
\, W B MTH - 068
o .
S 60°%
<3
. 1 354
< -
3]
e} _
Z  40°F
=3
. 9 u . L
\ & O 'NASA TMX-2937
o o A NASA TM-79056
}ﬂf 2 20° 0 wAsA ™X-3222
kst
iy -
N ! -
ot o° 1 i 1 i 1
id 1.0 1.2 1.4 1.6 1.8 2.0 )

AREA CONTRACTION RATIO

Figure 6. 27. Effects of Area Contraction Ratio and Throat Mach Number
on Inlet Separation
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The effect of decreasing the inlet maximum diameter ratio is shown in Figure,
6.28 for an area contraction ratio of 1.46, a 2:1 ellipse internal lip shape,
and a forward speed of 80 KTS. These data show that decreasing the maximum
diameter by 3% has a significant effect on the inlet lip separation boundary
at all flow rates. This trend is also demonstrated in reference 6.6.

vV, = 80 KTS
2:1 Ellipse Internal Lip Geometry

Z 80°F CR = 1,46
s
% v = 180° Do /Dy <.905
&
“ 60°
=
Q
-
t =
<

ol
= 40
O
% e
m
2 o
AU o
o
2 |

0° ) 1 1 A L { : A
.20 .30 .40 .50 .60 .70 .80 .90

INLET THROAT MACH NUMBER

Figure 6.28, Effect of Diameter Ratio on Inlet Separation

The effect of changing the internal 1lip shape is presented in Figure 6.29
for an area contraction ratio of 1,46, diameter ratio of 0.905, and a forward
speed of 80 KTS. In this case the internal lip shape has changed from a 2:1
ellipse to a 1.5:1 ellipse. This shortens the entry lip but maintains the
same thickness. These data indicate that at low flow rates, the 1.5:1
ellipse gives substantial improvement up to a Mpy = 0.65. However, at higher
flow rates, inlet separation performance for the 1.5:1 ellipse degrades and
the 2:1 ellipse inlet is better. The inlet analysis routine accurately predicts
the angle for separation in the lower throat Mach number region, but at higher
flow rates where the surface velocities become large enough to cause strong
shock/boundary layer interactions, the solution begins to break down and the
program no longer accurately predicts the boundary layer parameters. This
effect is well documented in References 6.1 and 6.5. Therefore, for inlet
throat Mach numbers greater than 0.60, it should be realized that the data in
Figure 6.29 could be considerably optimigtic and treated accordingly.
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Al Figure 6.29. Effect of Internal Lip Shape on Inlet Separation. 1
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6.3.5 EFFECT OF MODEL SCALE ON BOUNDARY LAYER SEPARATION

A study was performed to determine model scale effects on the lip
separation boundaries presented in Figures 6.24 through 6.29. The QCSEE
1/6 scale model was used to conduct this analytical exercise and the results
are shown in Figure 6.30., The ordinate is the ratio of incidence angle at
which separation occurs for a reduced scale to the incidence angle at which
separation occurred for the "full scale”". The absissca is the ratio of
model scale to "full'" scale. Note that a scale of 1.0 in Figure 6,30 is
actually based on the QCSEE 1/6-scale model size.

! - R D =
| ;.E- SR | “L. i 1Dyg/Dy = +905
! : ' ! ; ) _
. ; , ! ' i i ] LAy Ay = 1,46
e -l ! b .. ‘.
A T R {- ] bl ve = 60 kIS
H ! ' Lo P R -|‘
i g“{ -? o r'ﬁv ,}]_l:fg_;}- 2:1 Ellipse Internal Lip Shape
R [ ¥ . | l R .f‘ .I:< -'. it-.. - 0
I . ; ' | e ‘ e !l ;.._!._. ot w 189
1 t . . . . . -‘:‘ o .
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Figure 6.30. Effect of Model Scale on Inlet Separation
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The following conclusions can be drawn from these data:

(1)

(2)

(3)

The relative lip separation boundary is independent of scale

or mass flow rate (a/aFULL scaLg = 1.0 for all conditions).
Therefore, the data presented in Figures 6.24 through 6.29
should apply to both large and small scale inlet configurations.

The diffuser separation boundary is a function of both scale

size and mass flow rate. These data indicate that small scale
inlets are able to maintain stable diffuser separation, providing
a large margin between diffuser separation and lip separation.
This margin increases with increasing mass flow rate. This
conclusion is supported by experimental results presented in
reference 6.11.

Additionally, experimental data indicate that full scale inlets are
relatively intolerant of turbulent flow separation in that once
turbulent (diffuser) separation is obtained, a small increase in
either incidence angle or mass flow rate will cause the separation
to propagate upstream resulting i{n laminar 1lip separation.

Small scale inlets will separate in the diffuser at a lower
incidence angle than full scale. Figure 6.31 (reproduced from
reference 6.12) shows the skin friction coefficient variations as a
function of surface distance along the inlet and scale. These data
show that the boundary layer buildup in the diffuser is compara-
tively more significant in small scale inlets (lower Reynolds
number) and the flow tends toward separation as scale is decreased.

NASA TMX-~73575
M_=0.13
o= 41°

MTH = 0.28
WINDWARD SIDE OF INLET

.“” - [N
. ‘h 0.
. of m
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'..' .m‘ — ll ‘-—-- ”.S
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b I. b 0 emeee 1830
§ 003 - ! I‘,".
]
£
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g
[ 4]
§ 001 =
0 | )
=2 1.0 L2

0 .2 A .4 X ]
DIMENSIONUESS SURFACE DISTANCE FROM HIGHLIGHT, S/D,

Figure 6.31. Effect of Scale on Skin Friction Coefficient.
Windward Side of Inlet M = .13, a = 419, My = 0.28
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(4) As flow rate (Mry) is decreased, small scale configurations behave
closer to full scale. This is also supported by experimental data
- presented in reference 6.11.

Data presented in Figure 6.32, (reference 6.13), show possible scale
effects in laminar lip separation boundaries. The incidence angle at which
lip separation occurs is plotted as a function of the inverse of thrust
coefficient for a full scale tilt nacelle and an 0.4-scale model. These
data indicate that there is a limiting scale size beyond which experimental
results indicate a different (lower) separation boundary. The analytical

. procedure is not sensitive to scale effects on 1lip separation as seen in
. Figure 6.30. Since the lip separation boundaries presented in this section
are based on 12 inch fan diameter models, they sould be applied to inlet
designs with D2 6 inches. Inlet designs smaller than these should be
adjusted according to available test data (see Figure 6.32).

The data of Figure €.32 indicate that although the incidence angle at
separation for the 0.4 scale model is lower than for the full-scale, the
ratio (0-/0FU L SCALE) is relatively constant with thrust coefficient, (T. is
a function of Myy). Therefore, the experimental data in Figure 6.32 agrees
with the analytical procedure characteristic that the inlet lip separation is

- independent of throat mach number.

INLET ANGLE OF ATTACK AT WHICH INNER
LIP STALL OCCURS

o LEACING-EDS
100 U = 180 RnDlU’S.Ei?‘.JE _.INSIDE SURFACE

X-22A FULL SCALE

€ a, deg 2.5-1.2

4 €= X-22A
SMALL SCALE

6-32, Effect of Model Scale on Angle of Attack for
Laminar Lip Separation.
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7.0 EXPERIMENTAL VERIFICATION

In order to substantiate the methodology developed in this study,
comparisons of calculated results against experimental data were performed.
The analytical methods contained in the VAPE program can be separated:into two
types: (1) existing methods which have been modified to improve calculation
efficiency and (2) new methods which were developed during the course of this
study. The methods contained in Type 1 and 2 are:
TYPE 1:

o Hess Three-Dimensional Potential Flow Program

o Vought/Stockman Inlet Analysis Program

A o Vought/Wooler Jet Method

TYPE 2:

o Vought/Weston Jet Method

o Thames Rectangular Jet Method

o STOL Method

0 Inlet Force and Moment Method

The first two methods contained in Type 1 are substantiated in other
documents and no additional verification was performed. The Vought/Wooler jet
method, however, was not felt to be adequately substantiated for complete
aircraft configurations and so some analytical/experimental correlations were
performed. In Type 2, all of the methods require substantiation. In the
following discussion, results of these verification studies will be presented.
It should be noted that no calculations were performed using the Thames
s rectangular jet model on a complete airplane configuration. However, correla-

' tions with flat plate data were performed and reported in reference 5.8.

'; The correlations for the jet math models were performed for two aircraft
. configurations and a flat plate case. The two aircraft configurations were

s chosen based on availability and guality of the experimental test data. The
H
|

two configurations selected were:

-4 . (1) A two jet configuration tested in the NASA Langley V/STOL wind
tunnel, reference T7.1.

. (2) A two/three jet configuration tested in the Ames U40' by 80' wind
e tunnel, reference 7.2.

Figure 7.1 is a series of computer drawn pictures of the digitized
aircraft configuration of reference 7.1 as input to the VAPE program. This is
a fairly simple model which required only 396 panels to accurately describe

the geometry.

7-1
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Figure 7.2 is a similar series of pictures of the digitized model of
reference 7.2. Note that the model was much more detailed and therefore
required a very careful modeling of the geometry. This configuration used all
of the 650 available panels to accurately describe the geometry. For most
practical cases, such a detailed description would not be required, but it
does indicate the geometric complexities which can be modeled.

The flat plate used in the analysis is modeled from a configuration
tested in the NASA Langley V/STOL wind tunnel by Fearn and Weston, reference
5.1. The paneling used in these calculations is shown in Figure 7.3.

The geometry used in the verification of the inlet force and moment
studies will be presented later.
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Geometry of Flat Plate Configuration

Flgure T-3.
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7.1 VERIFICATION OF VOUGHT/WOOLER JET MODEL

The Vought/Wooler jet model was verified by correlations between
calculated results and experimental data for the three configurations
discussed in Section 7.0. Figure 7.4 presents a comparison of pressure
coefficients calculated by VAPE using the Vought/Wooler jet model to the
experimental values from reference 7.3. This figure presents the pressure
coefficients lying on radial lines at several meridional angles about the jet
exit. The zero degree angle is upstream of the jet aligned with the free-
stream. The calculated results presented in 7.4(a) through T7.4(e) show very
good agreement with the experimental values. However, the comparison
presented in figure T.4(f) is poor. This discrepancy is due to the "wake"
effect, i.e., a region of separated flow which exists directly downstream of
the jet exit, close to the surface. The Wooler method currently will not

" properly model this effect and so the results in this region are not very
good. It should be noted that this defect is not too serious for a large
majority of aircraft configurations, since there is no surface directly aft of
the nacelles. Therefore, for the cases considered below, only the forces due
to the nose jet in one configuration will be suspect.

Figures 7.5 and 7.6 present force data comparisons for the model of
reference 7.1 as a function of angle of attack and the inverse of the jet
velocity ratio, R (Vepgestream/Vjet)- The values of R range from 2 to
approximately 10. At the higher values of R the comparisons are very good;
however, at the lower values, the Wooler method underpredicts both the lift
loss and the moment change. These results are not surprising since the test
data upon which the Wooler method is based, reference 7.4, only spanned a
range of R from 3 to 10. Therefore, the highest value of 1/R was .3 which is
where the good correlation begins to end. This indicates that the method
should not be trusted at values of R lower than 3. Since most V/STOL aircraft
will be operating at R values higher than 3 or U4, this limit should not
penalize the method too severely.

The next configuration to be analyzed was that of reference 7.2. This

o, model was selected because it was tested nearly full scale in the NASA Ames
= 40' by 80' wind tunnel and because it was representative of the Navy Type A
3 V/STOL configurations. The model was analyzed using the Vought/Wooler jet
W model with all three jets operating. The results are presented in Figure 7.7
'§$ in the form of L/T versus angle of attack as a function of jet velocity ratio.

N The results are quite good considering the complexity of the model and the
* fact that viscosity on the model is ignored. This correlation is an example
of how accurate the total VAPE system is in predicting total aircraft loads.

It should be noted that both the experimental and analytical induced loads .
were positive for this configuration. That is, there was an increase lift due
to the induced effects rather than a "suck down.” This is normal for the

location of the jets on this configuration. Reference 7.5 presents similar
results on a very simple model where jet location effect on induced effects
was studied.
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7.2 VERIFICATION OF VOUGHT/WESTON JET MODEL

The Vought/Weston jet model was verified by correlations between
calculated results and experimental data for two of the configurations
discussed in Section 7.0.

The first case considered was the flat plate configuration presented in
Figure 7.3. The Vought/Weston jet model was used to generate results using
the same conditions as specified for the Vought/Wooler case presented in
Figure 7.4. Figure 7.8 presents the comparisons of calculated results with
experimental data for several meridional angles. The correlation is similar
to that obtained with the Wooler model. Again, the only poor results were
obtained in the wake region. Modifications were made to this method in an
attempt to improve the calculations in this wake region. However, as discussed
in section 5.2.4, no reliable approach was found.

The second configuration analyzed was that of reference 7.1. Figure 7.9
and 7.10 present force data comparisons similar to those presented for the
Vought/Wooler method in Figures 7.5 and 7.6. As can be observed, the results
are quite good for this two-jet case. It should be noted that as discussed in
Section 5.2.2, this case due to the geometric location of the jets, is treated
as a single jet case in the Vought/Weston model as discussed in Section 8.

R
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7.3 VERIFICATION OF FORCE AND MOMENT METHOD

Direct comparison of predicted inlet force and moment data to
experimental results is very difficult. Most data has been collected using an
airplane or nacelle model where the aerodynamic and propulsion induced effects
are included in the measured forces and moments. These effects are difficult,
and at times impossible, to separate from the raw data in order to obtain the
true inlet force and moments. Nevertheless, a predicted versus experimental
data comparison on an order of magnitude basis is possible, showing that the
calculated force and moment data trends are consistent with experimental data.
Such a comparison is shown in Figure 7.11 where predicted ram moment arm is
presented with experimental data from references 6.11 and 7.6. These data
show that the ram moment arm is less than one diameter, and more importantly,
reference 7.7 shows that the inlet contribution is small. References 6.1] and
7.6 contain data for tilt nacelle alone cases. Reference 6.11 suggests
that the aerodynamic side force on the nacelle contributes significantly to
the nacelle pitching moment. The side force will produce a moment that will
add to the inlet effect and cause the moment arm to be greater. This could
explain most of the difference between nacelle force and moment data and the
predicted results. At this angle of attack (90 degrees), geometric differ-
ences and the effect of the exhaust plume are believed to be a second order
effect.

In conclusion, the predicted force and momerit data appears to compare
reasonably well with experimental data for this particular case. Inlet
effects contribute approximately half of the total nacelle pitching moment,
the other half is largely a result of the side force on the nacelle.
Geometric and exhaust plume effects are believed to be a second order effect
although this hypothesis needs to be verified through further analysis and
test .
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8.0 CONCLUSIONS AND RECOMMENDATIONS

The VAPE program is one of the most comprehensive methods available for
determining the propulsive induced effects on V/STOL aircraft. The VAPE

program is capable of evaluating:

o Effects of relative wind about an aircraft
- From 85 KTS to M = .5 approximately

o Effects of propulsive 1ift jet entrainment and flow blockage
- Jet velocity rations - 3 < R £ 10
- Jet deflection angles - 30° < §j < 105°
- Multiple jets - linear superposition
- Rectangular or circular jet exit

o Effects of engine inlet suction on the aircraft flow field

~ BRange of inlet angle of attack
~ Range of mass flow
- Limited to axisymmetric inlets

- Variable inlet velocity flow field calculated on inlet face for
proper modeling of inlet

o Determination of engine inlet forces and moments including inlet
separation prediction capability

- Laminar inlet separation

- Turbulent diffuser separation

- Forces and moments on inlet determined
-~ Ram drag moment arm predicted

The VAPE program is a very powerful tool that combines the best
techniques available for analyzing various parts of a V/STOL configuration .
into one unified computer program. In addition, since the code is modular in
construction, new techniques can be added with a minimum of effort.

Additional work is needed in several areas to either improve the existing
analytical methods or to include additional methods which would increase the
programs usefulness.

The basic component of the program is currently the Hess
three-dimensional potential flow method which is utilized due to its ability
to analyze any arbitrary configuration. However, this method is also very

8-1
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expensive in terms of computer costs and manpower required to develop the
proper input modeling. These costs are acceptable when a very complicated
configuration (see Figure 7.2) is to be analyzed. But, in preliminary design
of a configuration, it is desirable to analyze various jet locations in order
to optimize the jet induced effects. Therefore, it would be beneficial if a
vortex lattice code were added to the VAPE program for performing this pre-
liminary design task. Vortex lattice codes will not be as accurate as the

Hess program, especially in the fuselage region, but they will give reason-
able results at a small fraction of the cost associated with the Hess method.
The inlet analysis module can be improved in several different ways to increase
its capability as a subsonic inlet design tool. One improvement would be
replacing the current axisymmetric Stockman routine with the new three-dimensional
version that has recently been developed. Since several inlets for V/STOL
application are asymmetric in order to optimize both cruise and V/TOL perfor-

‘ mance, reference 8.1, analysis with the current Stockman version in the combined
routine is rather l1imited. The three-dimensional version would allow the
entire inlet to be analyzed at once as opposed to solving the inlet in parts
and attempting to superimpose the solutionms.

Another improvement would be a better model of the flow after separation
occurs. Presently, the displacement thickness is assumed constant following
separation. This assumption allows more diffusion after predicted separation
than has been found in applicable test data. Albers and Felderman, reference
8.2, recommend an extrapolation procedure that may be better than the current
model.

Finally, the viscous routine neglects shock interactions., Since many of

the high incidence angle cases contain regions of local supersonic flow, it is
. necessary to account for possible shock-boundary layer interactions in the
calculations. Furthermore, the transition model does not predict separation
bubbles that appear to be present in experimental data, especially small
scale. However, it may be feasible to include the predictions or a separation
bubble in an improved transition model. Additionally, in Stockman, the
boundary layer solution is started at the inlet highlight instead of the
. stagnation point. The program should be modified to include the laminar flow
X characteristic in this region since it is important to the boundary layer
‘ values determined at the lip and in the diffuser.

¥

o

::I Several improvements can be identified for the jet methods contained in

Ny VAPE. Most of these improvements depend on the acquisition of wind tunnel

! data for multiple jet cases. The data base for single jets from which the i
i Weston model was developed is very comprehensive. However, no comparable data

' base exists for multiple jets, therefore, if the extension of the Weston .
T method to multiple jets is to be made as effective as the single jet model,

2o additional test data similar to that of reference 5.6 must be obtained.

In both the Weston method and the Wooler method additional test data is
needed at lower and higher values of R to extend the methods applicablility.

S AR
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A wake effect model is needed in all of the jet methods to improve the
calculations on surfaces aft of the jet. Again, the development of an
effective model for the wake hinges on obtaining good applicable test data.

The rectangular jet model needs to be extended to application to multiple
Jets. This can only be done when appropriate test data is obtained.

In summary, there are several improvements which can be made to the
analytical methods by the installation of improved methodology. However,
improvements in the jet math models are almost completely dependent on the
acquisition of appropriate wind tunnel test data.
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10.1 APPENDIX A - INLET SEPARATION CHARTS

A series of charts are presented in this appendix which permit the
determination of the incidence angle for inlet lip separation. These
charts are intended for initial preliminary design when exercise of the

VAPE program would be premature.

T

The use of these charts is explained in the following discussion.
(1) Select flight condition, 7_,, and inlet geometry
(2) Calculate desired inlet throat Mach number

(3) Charts A-1 through A-3 or A-4 are then used to obtain the angle of
incidence for lower 1ip inlet separation for the throat Mach number

from (2) and the AHL/ATH from (1).

(4) Chart A-5 is then used to find the incremental effect of varying
inlet diameter ratio.

(5) Chart A-6 is then used to find the incremental effect of varying
the internal lip shape.

(6) Chart A-7 is then used to find the incremental effect of varying
the model scale of the configuration for diffuser separation effects.

(7) If the model scale 1s such that the fan diameter is less than §
inches, then chart A-8 is used to find a possible correction to be
used for laminar separation location.
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10.2 APPENDIX B - RAM DRAG CHARTS

A series of charts are presented in this Appendix which permits the
determination of the forces and moments acting on a V/STOL or coaventional
inlet. These charts are intended for preliminary design where exercise
of the VAPE program would be premature.

The first figure, B-1, presents the axis systems used in these charts,
The use of the force and moment charts are described below.

(1) Determine V /VI where V. = fan face velocity

1

(2) Figures B-2 through B-4 are used to obtain the 1lift force,
streamwise force and ram moment arm respectively.

(3) Figure B-5 is used to obtain an incremental effect due to
forward speed.

(4) Figures B~7 and B-8 are used to obtain the effect of 1lip thickness

on the inlet forces and moments. Figure B-6 indicates the amount of
lip thickness variation represented in Figures B-7 and B-8.

Note: The force and moments are nondimentionalized by freestream

and the capture area (area of the highlight).

AIRCRAFT BODY AXIS INLET AXIS

ﬁ Y — N @'ﬁ; X

Figure B~1l. Coordinate Axis Definition
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10.3 APPENDIX C - SCOOP INLET EXPERIMENTAL DATA
The scoop inlet, Figure C-1, has been studied and tested as a candidate

inlet for V/STOL aircraft due to its superior aerodynamic and acoustic
performance during approach and takeoff.

/— 2 AXISYMMETRIC CENTER BODIES —\
‘C ::::::; y
’
/
(

17 AN

\
\

”~
~
| TWO AXIAL ROWS OF

10 STATIC PRESSURE
TAPS LOCATED AT
¥y =0 & 180°

SCOOP INLET AXISYMMETRIC INLET

s

Figure C-1. Schematic of Scoop and Axisymmetric Inlet Configuretion

puring the Type "A“ V/STOL studies, Vought and NASA Lewis Research Center
tested two 12-inch inlet models in the 9 foot by 15 foot low speed wind tunnel
at NASA Lewis. Over 500 data points were recorded for evaluation of the two
Vought models. Test conditions simulated inlet operating conditions from
static through transitional flight.

Table C-1 presents a data summary of the tests run at NASA Lewis. The
results showed that the extended lower 1lip (scoop) inlet design had superior
angle of attack performance during transition. At 80 KTS, for example, the
scoop inlet could be pitched to over 61 degrees before any inlet separation
could be observed, while the aisymmetric inlet separated at 42°, A comparison
of scoop inlet to axisymmetric inlet performance at 0 and 80 KTS is presented
in Figure A.2.

Although the angle of attack performance is better for the scoop inlet,

Table C-2 shows that for this particular design, distortion level is higher
and the inlet recovery is lower than found on the axisymmetric inlet. A

10-18
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recovery level of 0.995 and distortion level of 0.005 were recorded at static
conditions as compared to a recovery level of 0.983 and distortion level of
0.20 for the scoop inlet.

Figures C-3 through C-6 show inlet separation boundaries for the two
inlets with two centerbody configurations at 35, 50, 80, and 120 KTS. In all
cases tested, the effect of centerbody length and shape was of secondary
effect. In addition, these tests indicated that the axisymmetric inlet was
considerably better in crosswind than the scoop inlet, (90 degrees without
internal flow separation as opposed to 25 degrees crosswind capability at 35
KTS).
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FLIGHT SCoopP SCOoP AX] AX1
COoUDITION 2.0:1 C/B 1.5:1 C/B 2.0:1 c/B 1.5:1 C/8
Q @
Static, MT = .5 .983/.20 .980/.Zp .995/.005 .995/.005
Vo = 35 Kts, My = .5 .998/.12 .922/ .14 .996/.005 .995/.005
1230 1100 900 860
Vo = 50 Kts, MT = .5 No Data S o No Data
75.5 47
Vo = 80 Kts, MT = .5 .995/.015 .995/.022 .996/.005 .995/.005
61.59 560 42,50 42,50
V, = 120 Kts, M. = .5 .996/.005 .995/'.006 .996/.002 .996/.006
43,59 400 350 340
Vo = 140 Kts, MT = 5 No Data No Data No Data .996/.006
31.59
|
1
Vo = 35 Kts, MT = .5 .9865.215 No Data .9964.005 .9956.005
Cross Wind 25 GD 90 86

@ Total pressure recovery: @ ¢ = 0 degrees (3) Inlet a at Separation:
(@ Total pressure distortion:a ¢ =0 degrees(Z) Inlfet y at separation:

Table C~1 Deta Summery Tendem Fan Front Inlet
NASA “EWIS Test, 9' X 15' tuanel

¥ = 0 degrees
a = 0 degrees
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